Statement of Basis of the Federal Operating Permit

Blanchard Refining Company LLC

Site Name: Blanchard Refining Company Galveston Bay Refinery
Area Name: Galveston Bay Refinery
Physical Location: 2401 5th Avenue South
Nearest City: Texas City
County: Galveston

Permit Number: O1541
Project Type: Renewal

Standard Industrial Classification (SIC) Code: 2911
SIC Name: Petroleum Refining

This Statement of Basis sets forth the legal and factual basis for the draft permit conditions in accordance
with 30 TAC §122.201(a)(4). Per 30 TAC §§ 122.241 and 243, the permit holder has submitted an application
under § 122.134 for permit renewal. This document may include the following information:

A description of the facility/area process description;

A basis for applying permit shields;

A list of the federal regulatory applicability determinations;
A table listing the determination of applicable requirements;
A list of the New Source Review Requirements;

The rationale for periodic monitoring methods selected;

The rationale for compliance assurance methods selected;

A compliance status; and

A list of available unit attribute forms.

Prepared on: December 16, 2016




Operating Permit
Basis of Determination

Permit Area Process Description

The Blanchard Refining Company LLC, Galveston Bay Refinery consists of 19 major production areas,
including, two pipestills, two alkylation units, an aromatics unit (AU2), an aromatics recovery unit (ARU), a cat
feed hydrotreating complex (CFHU), a coker complex, distillate desulfurization units (DDU), two fluid catalytic
cracking units (FCCUs), a naphtha hydrotreater unit (NDU), a resid hydrotreating unit (RHU), a resid
deasphalting unit, a sulfur recovery unit, an ultracracker, and two ultraformers, and associated

utilities. Detailed process descriptions of these units are contained in the initial application submittal.

The refinery's wastewater treatment facility receives storm water from gravity sewers and process wastewater
from above ground headers. Prior to discharge, the wastewater receives primary and secondary treatment.
Various systems have been enclosed or nitrogen blanketed, and vapors from these systems are routed either
through a thermal oxidizer (flare) for incineration or to carbon canisters that adsorb vapors.

The facility also has a tank farm for the storage of raw materials and products. A marine loading facility
consisting of piping and ancillary equipment is used to transfer raw materials, intermediate products and final
products to and from marine vessels and the Galveston Bay Refinery site.

FOPs at Site

The “application area” consists of the emission units and that portion of the site included in the application and
this permit. Multiple FOPs may be issued to a site in accordance with 30 TAC § 122.201(e). When there is only
one area for the site, then the application information and permit will include all units at the site. Additional
FOPs that exist at the site, if any, are listed below.

Additional FOPs: none

Major Source Pollutants
The table below specifies the pollutants for which the site is a major source:

Major Pollutants | VOC, SO2, PM, NOX, HAPS, CO

Reading State of Texas’s Federal Operating Permit

The Title V Federal Operating Permit (FOP) lists all state and federal air emission regulations and New Source
Review (NSR) authorizations (collectively known as “applicable requirements”) that apply at a particular site or
permit area (in the event a site has multiple FOPs). The FOP does not authorize new emissions or new
construction activities. The FOP begins with an introductory page which is common to all Title V permits.
This page gives the details of the company, states the authority of the issuing agency, requires the company to
operate in accordance with this permit and 30 Texas Administrative Code (TAC) Chapter 122, requires
adherence with NSR requirements of 30 TAC Chapter 116, and finally indicates the permit number and the
issuance date.

This is followed by the table of contents, which is generally composed of the following elements. Not all
permits will have all of the elements.

¢ General Terms and Conditions
e Special Terms and Conditions
o Emissions Limitations and Standards, Monitoring and Testing, and Recordkeeping and
Reporting
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Additional Monitoring Requirements
New Source Review Authorization Requirements
Compliance Requirements
Protection of Stratosphere Ozone
Permit Location
o Permit Shield (30 TAC § 122.148)
e Attachments
o Applicable Requirements Summary
*  Unit Summary
= Applicable Requirements Summary
Additional Monitoring Requirements
Permit Shield
New Source Review Authorization References
Compliance Plan
o Alternative Requirements
e Appendix A
o Acronym list
e Appendix B
o Copies of major NSR authorizations

O O O O O

O O O O

General Terms and Conditions

The General Terms and Conditions are the same and appear in all permits. The first paragraph lists the
specific citations for 30 TAC Chapter 122 requirements that apply to all Title V permit holders. The second
paragraph describes the requirements for record retention. The third paragraph provides details for voiding
the permit, if applicable. The fourth paragraph states that the permit holder shall comply with the
requirements of 30 TAC Chapter 116 by obtaining a New Source Review authorization prior to new
construction or modification of emission units located in the area covered by this permit. The fifth paragraph
provides details on submission of reports required by the permit.

Special Terms and Conditions

Emissions Limitations and Standards, Monitoring and Testing, and Recordkeeping and Reporting. The TCEQ
has designated certain applicable requirements as site-wide requirements. A site-wide requirement is a
requirement that applies uniformly to all the units or activities at the site. Units with only site-wide
requirements are addressed on Form OP-REQ1 and are not required to be listed separately on a OP-UA Form
or Form OP-SUM. Form OP-SUM must list all units addressed in the application and provide identifying
information, applicable OP-UA Forms, and preconstruction authorizations. The various OP-UA Forms provide
the characteristics of each unit from which applicable requirements are established. Some exceptions exist as a
few units may have both site-wide requirements and unit specific requirements.

Other conditions. The other entries under special terms and conditions are in general terms referring to
compliance with the more detailed data listed in the attachments.

Attachments

Applicable Requirements Summary. The first attachment, the Applicable Requirements Summary, has two
tables, addressing unit specific requirements. The first table, the Unit Summary, includes a list of units with
applicable requirements, the unit type, the applicable regulation, and the requirement driver. The intent of the
requirement driver is to inform the reader that a given unit may have several different operating scenarios and
the differences between those operating scenarios.

Page 3 of 320



The applicable requirements summary table provides the detailed citations of the rules that apply to the
various units. For each unit and operating scenario, there is an added modifier called the “index number,”
detailed citations specifying monitoring and testing requirements, recordkeeping requirements, and reporting
requirements. The data for this table are based on data supplied by the applicant on the OP-SUM and various
OP-UA forms.

Additional Monitoring Requirement. The next attachment includes additional monitoring the applicant must
perform to ensure compliance with the applicable standard. Compliance assurance monitoring (CAM) is often
required to provide a reasonable assurance of compliance with applicable emission limitations/standards for
large emission units that use control devices to achieve compliance with applicant requirements. When
necessary, periodic monitoring (PM) requirements are specified for certain parameters (i.e. feed rates, flow
rates, temperature, fuel type and consumption, etc.) to determine if a term and condition or emission unit is
operating within specified limits to control emissions. These additional monitoring approaches may be
required for two reasons. First, the applicable rules do not adequately specify monitoring requirements
(exception- Maximum Achievable Control Technology Standards (MACTs) generally have sufficient
monitoring), and second, monitoring may be required to fill gaps in the monitoring requirements of certain
applicable requirements. In situations where the NSR permit is the applicable requirement requiring extra
monitoring for a specific emission unit, the preferred solution is to have the monitoring requirements in the
NSR permit updated so that all NSR requirements are consolidated in the NSR permit.

Permit Shield. A permit may or may not have a permit shield, depending on whether an applicant has applied
for, and justified the granting of, a permit shield. A permit shield is a special condition included in the permit
document stating that compliance with the conditions of the permit shall be deemed compliance with the
specified potentially applicable requirement(s) or specified applicable state-only requirement(s).

New Source Review Authorization References. All activities which are related to emissions in the state of Texas
must have a NSR authorization prior to beginning construction. This section lists all units in the permit and
the NSR authorization that allowed the unit to be constructed or modified. Units that do not have unit specific
applicable requirements other than the NSR authorization do not need to be listed in this attachment. While
NSR permits are not physically a part of the Title V permit, they are legally incorporated into the Title V permit
by reference. Those NSR permits whose emissions exceed certain PSD/NA thresholds must also undergo a
Federal review of federally regulated pollutants in addition to review for state regulated pollutants.

Compliance Plan. A permit may have a compliance schedule attachment for listing corrective actions plans for
any emission unit that is out of compliance with an applicable requirement.

Alternative Requirements. This attachment will list any alternative monitoring plans or alternative means of
compliance for applicable requirements that have been approved by the EPA Administrator and/or the TCEQ
Executive Director.

Appendix A

Acronym list. This attachment lists the common acronyms used when discussing the FOPs.

Appendix B

Copies of major NSR authorizations applicable to the units covered by this permit have been included in this
Appendix, to ensure that all interested persons can access those authorizations.
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Stationary vents subject to 30 TAC Chapter 111, Subchapter A, § 111.111(a)(1)(B) addressed in
the Special Terms and Conditions

The site contains stationary vents with a flowrate less than 100,000 actual cubic feet per minute (acfm) and
constructed after January 31, 1972 which are limited, over a six-minute average, to 20% opacity as required by
30 TAC § 111.111(a)(1)(B). As a site may have a large number of stationary vents that fall into this category,
they are not required to be listed individually in the permit’s Applicable Requirement Summary. This is
consistent with EPA’s White Paper for Streamlined Development of Part 70 Permit Applications, July 10, 1995,
that states that requirements that apply identically to emission units at a site can be treated on a generic basis
such as source-wide opacity limits.

Periodic monitoring is specified in Special Term and Condition 3 for stationary vents subject to 30 TAC §
111.111(a)(1)(B) to verify compliance with the 20% opacity limit. These vents are not expected to produce
visible emissions during normal operation. The TCEQ evaluated the probability of these sources violating the
opacity standards and determined that there is a very low potential that an opacity standard would be
exceeded. It was determined that continuous monitoring for these sources is not warranted as there would be
very limited environmental benefit in continuously monitoring sources that have a low potential to produce
visible emissions. Therefore, the TCEQ set the visible observation monitoring frequency for these sources to
once per calendar quarter.

The TCEQ has exempted vents that are not capable of producing visible emissions from periodic monitoring
requirements. These vents include sources of colorless VOCs, non-fuming liquids, and other materials that
cannot produce emissions that obstruct the transmission of light. Passive ventilation vents, such as plumbing
vents, are also included in this category. Since this category of vents are not capable of producing opacity due
to the physical or chemical characteristics of the emission source, periodic monitoring is not required as it
would not yield any additional data to assure compliance with the 20% opacity standard of 30 TAC §
111.111(a)(1)(B).

In the event that visible emissions are detected, either through the quarterly observation or other credible
evidence, such as observations from company personnel, the permit holder shall either report a deviation or
perform a Test Method 9 observation to determine the opacity consistent with the 6-minute averaging time
specified in 30 TAC § 111.111(a)(1)(B). An additional provision is included to monitor combustion sources more
frequently than quarterly if alternate fuels are burned for periods greater than 24 consecutive hours. This will
address possible emissions that may arise when switching fuel types.

Stationary Vents subject to 30 TAC Chapter 111 not addressed in the Special Terms and
Conditions

All other stationary vents subject to 30 TAC Chapter 111 not covered in the Special Terms and Conditions are
listed in the permit’s Applicable Requirement Summary. The basis for the applicability determinations for
these vents are listed in the Determination of Applicable Requirements table.
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Federal Regulatory Applicability Determinations

The following chart summarizes the applicability of the principal air pollution regulatory programs to the
permit area:

Regulatory Program Ar;glggithll;ty

Prevention of Significant Deterioration (PSD) Yes
Nonattainment New Source Review (NNSR) No
Minor NSR Yes
40 CFR Part 60 - New Source Performance Standards Yes
40 CFR Part 61 - National Emission Standards for Yes
Hazardous Air Pollutants (NESHAPSs)

40 CFR Part 63 - NESHAPs for Source Categories Yes
Title IV (Acid Rain) of the Clean Air Act (CAA) No
Title V (Federal Operating Permits) of the CAA Yes
Title VI (Stratospheric Ozone Protection) of the CAA Yes
CAIR (Clean Air Interstate Rule) No

Basis for Applying Permit Shields

An operating permit applicant has the opportunity to specifically request a permit shield to document that
specific applicable requirements do not apply to emission units in the permit. A permit shield is a special
condition stating that compliance with the conditions of the permit shall be deemed compliance with the
specified potentially applicable requirements or specified potentially applicable state-only requirements. A
permit shield has been requested in the application for specific emission units. For the permit shield requests
that have been approved, the basis of determination for regulations that the owner/operator need not comply
with are located in the “Permit Shield” attachment of the permit.

Insignificant Activities

In general, units not meeting the criteria for inclusion on either Form OP-SUM or Form OP-REQ1 are not
required to be addressed in the operating permit application. Examples of these types of units include, but are
not limited to, the following:

1. Office activities such as photocopying, blueprint copying, and photographic processes.
Sanitary sewage collection and treatment facilities other than those used to incinerate wastewater
treatment plant sludge. Stacks or vents for sanitary sewer plumbing traps are also included.
3. Food preparation facilities including, but not limited to, restaurants and cafeterias used for preparing
food or beverages primarily for consumption on the premises.
Outdoor barbecue pits, campfires, and fireplaces.
Laundry dryers, extractors, and tumblers processing bedding, clothing, or other fabric items generated
primarily at the premises. This does not include emissions from dry cleaning systems using
perchloroethylene or petroleum solvents.

o H
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Facilities storing only dry, sweet natural gas, including natural gas pressure regulator vents.

Any air separation or other industrial gas production, storage, or packaging facility. Industrial gases, for
purposes of this list, include only oxygen, nitrogen, helium, neon, argon, krypton, and xenon.

Storage and handling of sealed portable containers, cylinders, or sealed drums.

Vehicle exhaust from maintenance or repair shops.

Storage and use of non-VOC products or equipment for maintaining motor vehicles operated at the site
(including but not limited to, antifreeze and fuel additives).

11. Air contaminant detectors and recorders, combustion controllers and shut-off devices, product
analyzers, laboratory analyzers, continuous emissions monitors, other analyzers and monitors, and
emissions associated with sampling activities. Exception to this category includes sampling activities
that are deemed fugitive emissions and under a regulatory leak detection and repair program.

= J
ge® o

12. Bench scale laboratory equipment and laboratory equipment used exclusively for chemical and physical
analysis, including but not limited to, assorted vacuum producing devices and laboratory fume hoods.
13. Steam vents, steam leaks, and steam safety relief valves, provided the steam (or boiler feedwater) has

not contacted other materials or fluids containing regulated air pollutants other than boiler water
treatment chemicals.

14. Storage of water that has not contacted other materials or fluids containing regulated air pollutants
other than boiler water treatment chemicals.

15. Well cellars.

16. Fire or emergency response equipment and training, including but not limited to, use of fire control
equipment including equipment testing and training, and open burning of materials or fuels associated
with firefighting training.

17. Crucible or pot furnaces with a brim full capacity of less than 450 cubic inches of any molten metal.

18. Equipment used exclusively for the melting or application of wax.

19. All closed tumblers used for the cleaning or deburring of metal products without abrasive blasting, and
all open tumblers with a batch capacity of 1,000 lbs. or less.

20.  Shell core and shell mold manufacturing machines.

21. Sand or investment molds with a capacity of 100 Ibs. or less used for the casting of metals;

22.  Equipment used for inspection of metal products.

23. Equipment used exclusively for rolling, forging, pressing, drawing, spinning, or extruding either hot or
cold metals by some mechanical means.

24. Instrument systems utilizing air, natural gas, nitrogen, oxygen, carbon dioxide, helium, neon, argon,
krypton, and xenon.

25. Battery recharging areas.

26. Brazing, soldering, or welding equipment.

Determination of Applicable Requirements

The tables below include the applicability determinations for the emission units, the index number(s) where
applicable, and all relevant unit attribute information used to form the basis of the applicability determination.
The unit attribute information is a description of the physical properties of an emission unit which is used to
determine the requirements to which the permit holder must comply. For more information about the
descriptions of the unit attributes specific Unit Attribute Forms may be viewed at
www.tceq.texas.gov/permitting/air/nav/air_all_ua_forms.html.

A list of unit attribute forms is included at the end of this document. Some examples of unit attributes include
construction date; product stored in a tank; boiler fuel type; etc.. Generally, multiple attributes are needed to
determine the requirements for a given emission unit and index number. The table below lists these attributes
in the column entitled “Basis of Determination.” Attributes that demonstrate that an applicable requirement
applies will be the factual basis for the specific citations in an applicable requirement that apply to a unit for
that index number. The TCEQ Air Permits Division has developed flowcharts for determining applicability of
state and federal regulations based on the unit attribute information in a Decision Support System (DSS).
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These flowcharts can be accessed via the internet at
www.tceq.texas.gov/permitting/air/nav/air_supportsys.html. The Air Permits Division staff may also be
contacted for assistance at (512) 239-1250.

The attributes for each unit and corresponding index number provide the basis for determining the specific
legal citations in an applicable requirement that apply, including emission limitations or standards,
monitoring, recordkeeping, and reporting. The rules were found to apply or not apply by using the unit
attributes as answers to decision questions found in the flowcharts of the DSS. Some additional attributes
indicate which legal citations of a rule apply. The legal citations that apply to each emission unit may be found
in the Applicable Requirements Summary table of the draft permit. There may be some entries or rows of units
and rules not found in the permit, or if the permit contains a permit shield, repeated in the permit shield area.
These are sets of attributes that describe negative applicability, or; in other words, the reason why a potentially
applicable requirement does not apply.

If applicability determinations have been made which differ from the available flowcharts, an explanation of
the decisions involved in the applicability determination is specified in the column “Changes and Exceptions to
RRT.” If there were no exceptions to the DSS, then this column has been removed.

The draft permit includes all emission limitations or standards, monitoring, recordkeeping and reporting
required by each applicable requirement. If an applicable requirement does not require monitoring,
recordkeeping, or reporting, the word “None” will appear in the Applicable Requirements Summary table. If
additional periodic monitoring is required for an applicable requirement, it will be explained in detail in the
portion of this document entitled “Rationale for Compliance Assurance Monitoring (CAM)/ Periodic
Monitoring Methods Selected.”

When attributes demonstrate that a unit is not subject to an applicable requirement, the applicant may request
a permit shield for those items. The portion of this document entitled “Basis for Applying Permit Shields”
specifies which units, if any, have a permit shield.

Operational Flexibility

When an emission unit has multiple operating scenarios, it will have a different index number associated with
each operating condition. This means that units are permitted to operate under multiple operating conditions.
The applicable requirements for each operating condition are determined by a unique set of unit attributes.
For example, a tank may store two different products at different points in time. The tank may, therefore, need
to comply with two distinct sets of requirements, depending on the product that is stored. Both sets of
requirements are included in the permit, so that the permit holder may store either product in the tank.
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Determination of Applicable Requirements

Unit ID

Regulation

Index
Number

Basis of Determination*

Changes and
Exceptions to DSS**

GRP65CAR1

65CAR-0001

65CAR-0001

EMISSION UNIT

TECHNICAL INFO/UNIT DESCRIPTION = NSPS NNN SOURCE COMPLYING WITH 40 CFR PART 65 (CAR) AS A
GROUP 1 PROCESS VENT, ROUTED TO FLARE

The main standard, related
standards, monitoring,
testing, recordkeeping, and
reporting rule citations were
determined from an analysis
of the rule text and the basis
of determination.

GRP65CARS

65CAR-0003

65CAR-0003

EMISSION UNIT

TECHNICAL INFO/UNIT DESCRIPTION = NSPS NNN SOURCE COMPLYING WITH 40 CFR PART 65 (CAR) AS A
GROUP 1 PROCESS VENT, ROUTED TO FLARE

The main standard, related
standards, monitoring,
testing, recordkeeping, and
reporting rule citations were
determined from an analysis
of the rule text and the basis
of determination.

GRP65CAR4

65CAR-0004

65CAR-0004

EMISSION UNIT

TECHNICAL INFO/UNIT DESCRIPTION = NSPS NNN SOURCE COMPLYING WITH 40 CFR PART 65 (CAR) AS A
GROUP 1 PROCESS VENT, ROUTED TO FLARE

The main standard, related
standards, monitoring,
testing, recordkeeping, and
reporting rule citations were
determined from an analysis
of the rule text and the basis
of determination.

GRP65CAR5

65CAR-0001

65CAR-0001

EMISSION UNIT

TECHNICAL INFO/UNIT DESCRIPTION = NSPS NNN SOURCE COMPLYING WITH 40 CFR PART 65 (CAR) AS A
GROUP 1 PROCESS VENT, ROUTED TO FLARE

The main standard, related
standards, monitoring,
testing, recordkeeping, and
reporting rule citations were
determined from an analysis
of the rule text and the basis
of determination.

GRP65CAR5

65CAR-0003

65CAR-0003

EMISSION UNIT

TECHNICAL INFO/UNIT DESCRIPTION = NSPS NNN SOURCE COMPLYING WITH 40 CFR PART 65 (CAR) AS A
GROUP 1 PROCESS VENT, ROUTED TO FLARE

The main standard, related
standards, monitoring,
testing, recordkeeping, and
reporting rule citations were
determined from an analysis
of the rule text and the basis
of determination.

GRP65CAR6

65CAR-0002

65CAR-0002

EMISSION UNIT

TECHNICAL INFO/UNIT DESCRIPTION = NSPS NNN SOURCE COMPLYING WITH 40 CFR PART 65 (CAR) AS A
GROUP 1 PROCESS VENT, ROUTED TO FLARE

The main standard, related
standards, monitoring,
testing, recordkeeping, and
reporting rule citations were
determined from an analysis
of the rule text and the basis
of determination.

GRP65CARG

65CAR-0004

65CAR-0004

EMISSION UNIT

TECHNICAL INFO/UNIT DESCRIPTION = NSPS NNN SOURCE COMPLYING WITH 40 CFR PART 65 (CAR) AS A
GROUP 1 PROCESS VENT, ROUTED TO FLARE

The main standard, related
standards, monitoring,
testing, recordkeeping, and
reporting rule citations were
determined from an analysis
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Unit ID Regulation |Index Basis of Determination* Changes and

Number Exceptions to DSS**
of the rule text and the basis
of determination.

EMERGEN 30 TAC Chapter | R7300-0005 [ Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §§ 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]

Fuel Fired = Petroleum-based diesel fuel

EMERGEN 40 CFR Part 63, 63Z777-0001 | HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZ7 of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

Stationary RICE Type = Compression ignition engine

ESBGEN 30 TAC Chapter | R7300-0004 | Type of Service = New, modified, reconstructed or relocated diesel fuel-fired engine, placed into service on or after
117, Subchapter B October 1, 2001, located in the Houston/Galveston/Brazoria ozone nonattainment area, operated less than 100
hours/year, on a rolling 12-month average

ESBGEN 40 CFR Part 60, | 60IIII-0006 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.

Subpart IIII . . .
Diesel = Diesel fuel is used.

Kilowatts = Power rating greater than or equal to 130 KW and less than or equal to 368 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Displacement = Displacement is less than 10 liters per cylinder.

Service = CI ICE is an emergency engine.

Standards = The emergency CI ICE meets the standards applicable to non-emergency engines.
Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2011.

ESBGEN 40 CFR Part 63, |63ZZZZ-0004 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

J803PUMP 30 TAC Chapter | R7300-0001 Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
117, Subchapter B maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option
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Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.
EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.
Type of Service = SRIC engine not meeting an exemption
Fuel Fired = Petroleum-based diesel fuel
NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn
NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia
ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000
Diesel HP Rating = Horsepower rating is 100 hp or greater, but less than 175 hp.
J803PUMP 40 CFR Part 60, |60IIII-0005 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Subpart ITIT Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 75 KW and less than 130 KW.
Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.
Filter = The CI ICE is not equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.
Commencing = CI ICE that is commencing new construction.
Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.
Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.
Model Year = CI ICE was manufactured in model year 2011.
J803PUMP 40 CFR Part 63, |63ZZZZ-0001 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.
Stationary RICE Type = Compression ignition engine
J804PUMP 30 TAC Chapter | R7300-0001 Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records

117, Subchapter B

maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).
NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)
CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
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Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.
EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.
Type of Service = SRIC engine not meeting an exemption
Fuel Fired = Petroleum-based diesel fuel
NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn
NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia
ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000
Diesel HP Rating = Horsepower rating is 100 hp or greater, but less than 175 hp.
J804PUMP 40 CFR Part 60, 601111-0005 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Subpart IITI Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 75 KW and less than 130 KW.
Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.
Filter = The CI ICE is not equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.
Commencing = CI ICE that is commencing new construction.
Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.
Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.
Model Year = CI ICE was manufactured in model year 2011.
J804PUMP 40 CFR Part 63, |63ZZZZ-0001 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.
Stationary RICE Type = Compression ignition engine
LAMPUMP 30 TAC Chapter | R7300-0001 Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records

117, Subchapter B

maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).
NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.

CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.
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EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.
Type of Service = SRIC engine not meeting an exemption
Fuel Fired = Petroleum-based diesel fuel
NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn
NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia
ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000
Diesel HP Rating = Horsepower rating is 50 hp or greater, but less than 100 hp.
LAMPUMP 40 CFR Part 60, | 60IIII-0006 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Subpart IITI Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 75 KW and less than 130 KW.
Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.
Filter = The CI ICE is not equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.
Commencing = CI ICE that is commencing new construction.
Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.
Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.
Model Year = CI ICE was manufactured in model year 2011.
LAMPUMP 40 CFR Part 63, |63ZZZZ-0002 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.
Stationary RICE Type = Compression ignition engine
P-617 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §8 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-617 40 CFR Part 63, | 63ZZZZ-0007 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 250 HP and less than 300 HP.

Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.
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Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

Stationary RICE Type = Compression ignition engine

P-618 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §§ 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-618 40 CFR Part 63, |63ZZZZ-0007 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 250 HP and less than 300 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

Stationary RICE Type = Compression ignition engine

P-J16A 30 TAC Chapter | R7300-0003 | Type of Service = New, modified, reconstructed or relocated diesel fuel-fired engine, placed into service on or after
117, Subchapter B October 1, 2001, located in the Houston/Galveston/Brazoria ozone nonattainment area, operated less than 100
hours/year, on a rolling 12-month average

P-J16A 40 CFR Part 63, |63ZZZZ-0011 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 300 HP and less than or equal to 500 HP.

Construction/Reconstruction Date = Commenced construction or reconstruction on or after December 19, 2002, but
before June 12, 2006.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

Stationary RICE Type = Compression ignition engine

P-J16B 30 TAC Chapter | R7300-0003 | Type of Service = New, modified, reconstructed or relocated diesel fuel-fired engine, placed into service on or after
117, Subchapter B October 1, 2001, located in the Houston/Galveston/Brazoria ozone nonattainment area, operated less than 100
hours/year, on a rolling 12-month average

P-J16B 40 CFR Part 63, |63ZZZZ-0011 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 300 HP and less than or equal to 500 HP.

Construction/Reconstruction Date = Commenced construction or reconstruction on or after December 19, 2002, but
before June 12, 2006.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(i1).

Stationary RICE Type = Compression ignition engine

P-J35A 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B 8§ 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
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Fuel Fired = Petroleum-based diesel fuel
P-J35A 40 CFR Part 63, 63ZZZ7Z-0010 | HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP greater than or equal to 300 HP and less than or equal to 500 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.
Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(1).
Stationary RICE Type = Compression ignition engine
P-J35B 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §8 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-J35B 40 CFR Part 63, 63ZZ7Z7Z-0010 | HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP greater than or equal to 300 HP and less than or equal to 500 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.
Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).
Stationary RICE Type = Compression ignition engine
P-J53A 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §8 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-J53A 40 CFR Part 63, |63ZZZZ-0010 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP greater than or equal to 300 HP and less than or equal to 500 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.
Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).
Stationary RICE Type = Compression ignition engine
P-J53B 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §8 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-J53B 40 CFR Part 63, 63Z777-0010 | HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 300 HP and less than or equal to 500 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
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in 40 CFR §63.6640(f)(4)(ii).
Stationary RICE Type = Compression ignition engine

P-J615 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §§ 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-J615 40 CFR Part 63, 63Z777-0005 | HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZ7Z of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.

Construction/Reconstruction Date = Commenced construction or reconstruction on or after December 19, 2002, but
before June 12, 2006.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

Stationary RICE Type = Compression ignition engine

P-J616 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §8 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-J616 40 CFR Part 63, |63ZZZZ-0005 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.

Construction/Reconstruction Date = Commenced construction or reconstruction on or after December 19, 2002, but
before June 12, 2006.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

Stationary RICE Type = Compression ignition engine

P-J682 30 TAC Chapter | R7300-0005 | Type of Service = Used exclusively in emergency situations [claiming the emergency service exemption under 30 TAC
117, Subchapter B §§ 117.103(a)(6)(D), 117.203(a)(6)(D), 117.303(a)(6)(D) or 117.403(a)(7)(D)]
Fuel Fired = Petroleum-based diesel fuel
P-J682 40 CFR Part 63, | 63ZZZZ-0004 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction before December 19, 2002.

Service Type = Emergency use where the RICE does not operate or is not contractually obligated to be available for
more than 15 hours per calendar year as specified in 40 CFR §63.6640(f)(2)(ii)-(iii) or does not operate as specified
in 40 CFR §63.6640(f)(4)(ii).

Stationary RICE Type = Compression ignition engine

PRESSURE1 30 TAC Chapter | R7300-0005 [ Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
117, Subchapter B maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)
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CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

Type of Service = SRIC engine not meeting an exemption

Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NOx Reduction = None

ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 11 hp or greater, but less than 25 hp.

PRESSURE1 40 CFR Part 60, | 60IIII-0007 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.

Subpart IIII . . .
Diesel = Diesel fuel is used.

Kilowatts = Power rating is greater than or equal to 8 KW and less than 19 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is not equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2015.

PRESSURE1 40 CFR Part 63, |63ZZZZ-0005 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

PRESSURE2 |30 TAC Chapter |R7300-0005 |Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
117, Subchapter B maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)
CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.

CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.
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Type of Service = SRIC engine not meeting an exemption

Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NOx Reduction = None

ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 11 hp or greater, but less than 25 hp.

PRESSURE2 |40 CFR Part 60, | 60IIII-0007 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.

Subpart IIII . . .
Diesel = Diesel fuel is used.

Kilowatts = Power rating is greater than or equal to 8 KW and less than 19 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is not equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2015.

PRESSURE2 |40 CFR Part 63, |63ZZZZ-0005 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

T1046PUMP 30 TAC Chapter | R7300-0004 | Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
117, Subchapter B maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.

Type of Service = SRIC engine not meeting an exemption
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Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NOx Reduction = None

ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 50 hp or greater, but less than 100 hp.

T1046PUMP

40 CFR Part 60,
Subpart IIII

60IIII-0006

Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 37 KW and less than 56 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2012.

T1046PUMP

40 CFR Part 63,
Subpart ZZZZ

6377277-0002

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

T1053APUMP

30 TAC Chapter
117, Subchapter B

R7300-0004

Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.

Type of Service = SRIC engine not meeting an exemption

Fuel Fired = Petroleum-based diesel fuel
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NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NOx Reduction = None

ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 50 hp or greater, but less than 100 hp.

T1053APUMP

40 CFR Part 60,
Subpart IIIT

60IIII-0006

Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 37 KW and less than 56 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2012.

T1053APUMP

40 CFR Part 63,
Subpart ZZZZ

6372777-0002

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

TEMPPJ16B

30 TAC Chapter
117, Subchapter B

R7300-0001

Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.

Type of Service = SRIC engine not meeting an exemption
Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
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Engine Type = Lean-burn
NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia
ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000
Diesel HP Rating = Horsepower rating is 175 hp or greater, but less than 300 hp.
TEMPPJ16B 40 CFR Part 60, 60111I-001 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Subpart ITIT Diesel = Diesel fuel is used.
Kilowatts = Power rating greater than or equal to 130 KW and less than or equal to 368 KW.
Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.
Filter = The CI ICE is not equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.
Commencing = CI ICE that is commencing new construction.
Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.
Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.
Model Year = CI ICE was manufactured in model year 2013.
TEMPPJ16B 40 CFR Part 63, |63ZZZZ-0001 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP greater than or equal to 100 HP and less than 250 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.
Stationary RICE Type = Compression ignition engine
TK117APUMP |30 TAC Chapter |R7300-0004 | Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records

117, Subchapter B

maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).
NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.

Type of Service = SRIC engine not meeting an exemption
Fuel Fired = Petroleum-based diesel fuel
NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.

Engine Type = Lean-burn
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NOx Reduction = None
ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 50 hp or greater, but less than 100 hp.

TK117APUMP

40 CFR Part 60,
Subpart IIIT

60IIII-0006

Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 37 KW and less than 56 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2012.

TK117APUMP

40 CFR Part 63,
Subpart ZZZZ

637Z7277-0002

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

TK206CMP

30 TAC Chapter
117, Subchapter B

R7300-0003

Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.

Type of Service = SRIC engine not meeting an exemption

Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia
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ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 300 hp or greater, but less than 600 hp.

TK206CMP

40 CFR Part 60,
Subpart IIIT

60III1-0003

Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than 368 KW and less than 560 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2013.

TK206CMP

40 CFR Part 63,
Subpart ZZZZ

63Z777-0003

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than 500 HP.

Performance Test = A performance test has been previously conducted that meets the conditions in 40 CFR §
63.6610(d)(1)-(5).

Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Control Technique = Oxidation catalyst

Different Schedule = Schedule specified in Subpart ZZZZ for submission of reports applies.

Emission Limitation = Reducing carbon monoxide emissions from the stationary RICE

Operating Limits = Using the control techniques approved in Subpart ZZZZ

Monitoring System = Continuous parameter monitoring system

Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

TK207CMP

30 TAC Chapter
117, Subchapter B

R7300-0003

Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.
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Type of Service = SRIC engine not meeting an exemption

Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia

ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 300 hp or greater, but less than 600 hp.

TK207CMP

40 CFR Part 60,
Subpart IIII

60III1-0004

Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than 368 KW and less than 560 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2012.

TK207CMP

40 CFR Part 63,
Subpart ZZZZ

6377277-0003

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than 500 HP.

Performance Test = A performance test has been previously conducted that meets the conditions in 40 CFR §
63.6610(d)(1)-(5).

Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Control Technique = Oxidation catalyst

Different Schedule = Schedule specified in Subpart ZZZZ for submission of reports applies.

Emission Limitation = Reducing carbon monoxide emissions from the stationary RICE

Operating Limits = Using the control techniques approved in Subpart ZZZZ

Monitoring System = Continuous parameter monitoring system

Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

TK20PUMP

30 TAC Chapter
117, Subchapter B

R7300-0003

Type of Service = New, modified, reconstructed or relocated diesel fuel-fired engine, placed into service on or after
October 1, 2001, located in the Houston/Galveston/Brazoria ozone nonattainment area, operated less than 100
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hours/year, on a rolling 12-month average

TK20PUMP

40 CFR Part 60,
Subpart IIIT

60IIII-0005

Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 37 KW and less than 56 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2011.

TK20PUMP

40 CFR Part 63,
Subpart ZZZZ

63Z7277-0001

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

TK4000PUMP

30 TAC Chapter
117, Subchapter B

R7300-0004

Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.

Type of Service = SRIC engine not meeting an exemption

Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NH3 Monitoring = Oxidation of ammonia to nitric oxide (NO)

NOx Reduction = None

ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2003, but before
October 1, 2004.

NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000
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Diesel HP Rating = Horsepower rating is 50 hp or greater, but less than 100 hp.

TK4000PUMP

40 CFR Part 60,
Subpart IIII

60IIII-0006

Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 37 KW and less than 56 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2012.

TK4000PUMP

40 CFR Part 63,
Subpart ZZZZ

63Z7277-0002

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

TK536CMPB

30 TAC Chapter
117, Subchapter B

R7300-0002

Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).

NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)

CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option

CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.

EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.

Type of Service = SRIC engine not meeting an exemption

Fuel Fired = Petroleum-based diesel fuel

NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn

NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia

ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000

Diesel HP Rating = Horsepower rating is 25 hp or greater, but less than 50 hp.
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TK536CMPB | 40 CFR Part 60, | 60IIII-0002 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
Subpart ITIT Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than or equal to 19 KW and less than 37 KW.
Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.
Filter = The CI ICE is not equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.
Commencing = CI ICE that is commencing new construction.
Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.
Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.
Model Year = CI ICE was manufactured in model year 2012.
TK536CMPB | 40 CFR Part 63, |63ZZZZ-0002 |HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
Subpart ZZZZ of a major source as described in 40 CFR § 63.2.
Brake HP = Stationary RICE with a brake HP less than 100 HP.
Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Service Type = Normal use.
Stationary RICE Type = Compression ignition engine
WIFCMP 30 TAC Chapter | R7300-0003 | Fuel Flow Monitoring = Unit is a diesel engine operating with a run time meter and using monthly fuel use records
117, Subchapter B maintained for each engine per 30 TAC §§ 117.140(a)(2)(C), 117.340(a)(2)(C) or 117.440(a)(2)(C).
NOx Emission Limitation = Title 30 TAC §§ 117.310(d)(3) and 117.310(a)(9)
CO Emission Limitation = Title 30 TAC § 117.310(c)(1) 3 g/hp-hr option
CO Averaging Method = Complying with the applicable emission limit using a block one-hour average.
CO Monitoring System = Emissions monitored by means other than a CEMS or PEMS.
EGF System Cap Unit = Engine is not used as an electric generating facility to generate electricity for sale to the
electric grid.
Type of Service = SRIC engine not meeting an exemption
Fuel Fired = Petroleum-based diesel fuel
NOx Averaging Method = Complying with the applicable emission limit using a block one-hour average.
Engine Type = Lean-burn
NOx Reduction = Post combustion control method other than water or steam injection, nonselective catalytic
reduction, ammonia injection or use of a chemical reagent other than ammonia
ESAD Date Placed in Service = Installed, modified, reconstructed or relocated on or after October 1, 2007.
NOx Monitoring System = Maximum emission rate testing in accordance with 30 TAC § 117.8000
Diesel HP Rating = Horsepower rating is 300 hp or greater, but less than 600 hp.
WIFCMP 40 CFR Part 60, | 60IIII-0003 Applicability Date = Stationary CI ICE commenced construction, reconstruction, or modification after July 11, 2005.
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Subpart IIII

Diesel = Diesel fuel is used.
Kilowatts = Power rating is greater than 368 KW and less than 560 KW.

Exemptions = The CI ICE is not exempt due to national security, testing at an engine test cell/stand or as a
temporary replacement.

Filter = The CI ICE is equipped with a diesel particulate filter.
Displacement = Displacement is less than 10 liters per cylinder.
Service = CI ICE is a non-emergency engine.

Commencing = CI ICE that is commencing new construction.

Compliance Option = The CI ICE and control device is installed, configured, operated, and maintained according to
the manufacturer’s emission-related written instructions.

Generator Set = The CI ICE is not a generator set engine.
Manufacture Date = Date of manufacture is after 04/01/2006.

Model Year = CI ICE was manufactured in model year 2013.

WIFCMP

40 CFR Part 63,
Subpart ZZZZ

637Z7277-0003

HAP Source = Any stationary source or group of stationary sources of hazardous air pollutants meeting the definition
of a major source as described in 40 CFR § 63.2.

Brake HP = Stationary RICE with a brake HP greater than 500 HP.

Performance Test = A performance test has been previously conducted that meets the conditions in 40 CFR §
63.6610(d)(1)-(5).

Construction/Reconstruction Date = Commenced construction or reconstruction on or after June 12, 2006.
Control Technique = Oxidation catalyst

Different Schedule = Schedule specified in Subpart ZZZZ for submission of reports applies.

Emission Limitation = Reducing carbon monoxide emissions from the stationary RICE

Operating Limits = Using the control techniques approved in Subpart ZZZZ

Monitoring System = Continuous parameter monitoring system

Service Type = Normal use.

Stationary RICE Type = Compression ignition engine

D2A

30 TAC Chapter
115, Storage of
VOCs

R5112-0003

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is less than or equal to 1,000 gallons

D2A

40 CFR Part 60,
Subpart Kb

60KB-0007

Product Stored = Volatile organic liquid

Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)

D2R

30 TAC Chapter
115, Storage of
VOCs

R5112-0003

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Product Stored = VOC other than crude oil or condensate
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Storage Capacity = Capacity is less than or equal to 1,000 gallons
D2R 40 CFR Part 60, |60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
D3A 30 TAC Chapter | R5112-0003 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,CSStorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is less than or equal to 1,000 gallons
D3A 40 CFR Part 60, | 60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
D3R 30 TAC Chapter | R5112-0003 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is less than or equal to 1,000 gallons
D3R 40 CFR Part 60, | 60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
DgA 40 CFR Part 60, | 60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
D4R 30 TAC Chapter | R5112-0003 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is less than or equal to 1,000 gallons
D4R 40 CFR Part 60, | 60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
D5A 40 CFR Part 60, | 60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
D5R 30 TAC Chapter R5112-0003 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,(:2torage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is less than or equal to 1,000 gallons
D5R 40 CFR Part 60, | 60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb

Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
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D6A 30 TAC Chapter | R5112-0003 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is less than or equal to 1,000 gallons
D6A 40 CFR Part 60, |60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
D7R 40 CFR Part 60, | 60KB-0007 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
F-29 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
F-29 40 CFR Part 60, | 60KB-0009 Product Stored = Waste mixture of indeterminate or variable composition
Subpart Kb Storage Capacity = Capacity is less than 10,600 gallons (40,000 liters)
F-501 40 CFR Part 63, |63EEEE-1 Product Stored = Organic HAP containing liquid other than crude oil.
Subpart EEEE
F-502 40 CFR Part 63, |63EEEE-1 Product Stored = Organic HAP containing liquid other than crude oil.
Subpart EEEE
F-603 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
F-603 40 CFR Part 61, 61FF-0041 Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
Subpart FF the control device.

Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.

Control Device Type/Operations = Carbon adsorption system that does not regenerate the carbon bed directly in the
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control device

Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(1)(C)(1) - (3).

Closed Vent System and Control Device AMOC = Not using an alternate means of compliance

Engineering Calculations = Engineering calculations show that the control device is proven to achieve its emission
limitation.

Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.

Carbon Replacement Interval = The carbon in the carbon adsorption system is replaced when monitoring indicates
breakthrough.

F-604

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

F-604

40 CFR Part 61,
Subpart FF

61FF-0041

Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
the control device.

Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.

Control Device Type/Operations = Carbon adsorption system that does not regenerate the carbon bed directly in the
control device

Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(1)(C)(1) - (3).

Closed Vent System and Control Device AMOC = Not using an alternate means of compliance

Engineering Calculations = Engineering calculations show that the control device is proven to achieve its emission
limitation.

Alternate Monitoring Parameters = Alternate monitoring parameters not requested

Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.

Carbon Replacement Interval = The carbon in the carbon adsorption system is replaced when monitoring indicates
breakthrough.

F-605

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
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True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
F-605 40 CFR Part 61, 61FF-0041 Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
Subpart FF the control device.
Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Carbon adsorption system that does not regenerate the carbon bed directly in the
control device
Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(i)(C)(1) - (3).
Closed Vent System and Control Device AMOC = Not using an alternate means of compliance
Engineering Calculations = Engineering calculations show that the control device is proven to achieve its emission
limitation.
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
Carbon Replacement Interval = The carbon in the carbon adsorption system is replaced when monitoring indicates
breakthrough.
F-606 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
F-606 40 CFR Part 61, 61FF-0041 Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
Subpart FF the control device.

Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.

Control Device Type/Operations = Carbon adsorption system that does not regenerate the carbon bed directly in the
control device

Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(i)(C)(1) - (3).

Closed Vent System and Control Device AMOC = Not using an alternate means of compliance
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Engineering Calculations = Engineering calculations show that the control device is proven to achieve its emission
limitation.

Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.

Carbon Replacement Interval = The carbon in the carbon adsorption system is replaced when monitoring indicates
breakthrough.

RHU-T1012

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

RHU-T1012

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

Related Standard added
Applicability citation
§63.640(n)(7) for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart Ka and 40 CFR Part
63, Subpart CC

RHU-T1013

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

RHU-T1013

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

Related Standard added
Applicability citation
§63.640(n)(7) for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart Ka and 40 CFR Part
63, Subpart CC

T1003

30 TAC Chapter
115, Storage of

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Page 33 of 320




Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
VOCs Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T1003 40 CFR Part 60, 60KB-0020 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is less than 0.5 psia
T280-10 30 TAC Chapter R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternfite Con‘trol Requirement = Not usjng an alternate mthod fpr Qemonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-10 40 CFR Part 60, 60Kb-0069 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal
T280-10 gObCFR }(’jagt 63, |63CC-0248 Closed Vent System = Closed vent system is operated and maintained under negative pressure.
ubpart

Existing Source = The storage vessel is at an existing source.

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi
(76.6 kPa)

By-pass Lines = Closed vent system has no by-pass lines.
Emission Control Type = Closed vent system and control device

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Control Device Type = Carbon adsorber
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641)

Seal Type = Two seals mounted one above the other so that each forms a continuous closure that completely cover
the space between the wall of the storage vessel and the edge of the internal floating roof

Control Device Design = The control device was installed after July 15, 1994 or was not designed to reduce inlet
emission of total organic hazardous air pollutants by greater than or equal to 90% but less than 95%.
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Design Evaluation Submitted = A design evaluation of the emissions control system was submitted to demonstrate
compliance with 40 CFR § 63.119(e).
T280-100 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-100 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
» OF L. 63, Subpart CC

'(I‘;g% ‘ll(ell}:))r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. _ . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

Eglztllxrfligél;tsc?grgi ;p"l:;te Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 5O,

’ ’ 63.655(H(1)(D(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?e3m6 osge((fi)gg(clg(t]s}? e[gx]fglzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-1004 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
ifl(s),CSStorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls

True Vapor Pressure = True vapor pressure is less than 1.0 psia

Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1004 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § Related Standard added
Subpart CC 63.640(g)(1) - (6). Applicability citation

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of

§63.640(n)(7) for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart Ka and 40 CFR Part
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40 CFR Part 60, Subpart Kb. 63, Subpart CC
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-101 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-101 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-101 40 CFR Part 61, 61Y-0019 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not Monitoring & Testing: Added
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently | testing requirements §
attached to a motor vehicles 61.272(b)(1), §61.272(b)(1)(1),
. . §61.272(b)(1)(iii), and
Storage Capacity = Capacity is greater than or equal to 10,000 gallons §61.272(b)(1)(iv) , and
Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb delet.ed[G] § 61.272@)(1) to
Alternate Means of Emission Limitation = Not using an alternate means of emission limitation specify the monitoring .
Tank Description = Pontoon-type or double-deck-type external floating roof with metallic shoe primary seal
T280-101 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi
(76.6 kPa)

Emission Control Type = External floating roof

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641)

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart K and 40 CFR Part
63, Subpart CC

Monitoring/Testing -

§63.646(b)(2) was added at
the applicant’s request.

Reporting - § 63.655(f)(1)(1),
63.655(f)(1)(1)(A)[G] were
added, and
63.655()(1)(1)(B)[G] was
removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
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T280-1010 30 TAC Chapter | R5111 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-1010 40 CFR Part 60, |60KB-0020 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is less than 0.5 psia
T280-1010 40 CFR Part 63, |63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-1018 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1018 40 CFR Part 60, |60KB-0020 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is less than 0.5 psia
T280-1018 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-102 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate
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Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-102 40 CFR Part 60, | 60Kb-0070 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)

Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary

seal

T280-102 40 CFR Part 61, 61Y-0019 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not Monitoring & Testing: Added
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently | testing requirements §

attached to a motor vehicles 61.272(b)(1), §61.272(b)(1)(i),
. s §61.272(b)(1)(iii), and

Storage Capacity = Capacity is greater than or equal to 10,000 gallons §61.272(b)(1)(iv) , and

Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb delet.ed[G] § 61.272§b)(1) to

Alternate Means of Emission Limitation = Not using an alternate means of emission limitation specify the monitoring .

Tank Description = Pontoon-type or double-deck-type external floating roof with metallic shoe primary seal

T280-102 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
»or . 63, Subpart CC

'(1‘71“22 \lfjll)};())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. _ . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

Eglét}l;}l{gé?fggl‘gi ;p’z‘tlte Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 501D,

’ ’ 63.655(H(1)(D)(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?Sn? gfee((fi)gilr)l(ég(i)gi\]/amzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-1020 30 TAC Chapter R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = Crude oil and/or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
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utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1020 40 CFR Part 60, | 60Kb-0419 Product Stored = Crude oil stored, processed, and/or treated after custody transfer
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal
Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia
T280-1020 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. _ . . provisions of 40 CFR Part 60,
IS{ubJ:n;t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
,orL. 63, Subpart CC
'(I‘;g% ‘{(e}l)}:))r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
Emission Control Type = External floating roof §63'646.(b)(2,) was added at
the applicant’s request.
Eglgt;t}l{gél;fggrgi l?pTal}I}te Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 5O,
’ ‘ 63.655(H(1)(D)(A)[G] were
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and
. . . . i)(B
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?e?)r: osge((fljgl)l(clz(th) e[(i\]zglzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-1021 30 TAC Chapter R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = Crude oil and/or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1021 40 CFR Part 60, 60Kb-0419 Product Stored = Crude oil stored, processed, and/or treated after custody transfer
Subpart Kb

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal
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Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia

T280-1021 40 CFR Part 63, 63CC-0131 Product Stored = Crude oil

Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
%ubje;t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orL

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia

T280-1023 30 TAC Chapter | R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.

i}lg,csstorage of Altern?lte Con.trol Requirement = Not us.ing an alternate met[hod fpr Qemonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = Crude oil and/or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons

T280-1023 zsmbCFR }éacrt 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard

ubpart

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi
(76.6 kPa)

Emission Control Type = External floating roof

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641)

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart K and 40 CFR Part
63, Subpart CC

Monitoring/Testing -

§63.646(b)(2) was added at
the applicant’s request.

Reporting - § 63.655(f)(1)(1),
63.655(f)(1)(1)(A)[G] were
added, and
63.655()(1)(1)(B)[G] was
removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
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T280-1024 30 TAC Chapter | R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = Crude oil and/or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1024 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-1024 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
pecified in 40 3.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 3.640(n)(5) added for
Subpart CC Specified in 40 CFR § 63.640(2)(1)-(6) = Th i £ ified in 40 CFR § §63.640(n)(5) added f
63.640(g)(1) - (6). clarification of overlap
. _ . . provisions of 40 CFR Part 60,

%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part

> or . 63, Subpart CC

’(I;rg% \{'{%[;())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. _ . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

Egiét}i;}l{gébﬂSggrgi ;p?:-te Ii{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - §' 63.655(0(1)(),

’ ’ 63.655(0)(1)(D)(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and )

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?Sn? gfee((fi)gilr)l(ég(i)gi\]/amzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-1025 30 TAC Chapter | R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = Crude oil and/or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons
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T280-1025 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-1025 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,

%ub]e(lit to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part

> or L. 63, Subpart CC

'(1‘71'2% \{({;I;())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. B . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

fglét;t}ggé?thgrgi ;p?:-te Igjorage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 501D,

’ ’ 63.655(H(1)(D)(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal Se?’n? (’)Sfe((fl)gil%(clg(i)e[i\]/glzst)l e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-103 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-103 40 CFR Part 63, 63CC-0059 Product Stored = Refined petroleum products
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
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T280-1039

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1039

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-1039

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-104

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-104

40 CFR Part 63,
Subpart CC

63CC-0059

Product Stored = Refined petroleum products

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
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T280-1041 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1041 40 CFR Part 60, 60Kb-0070 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)

Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary

seal

T280-1041 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
» OF L. 63, Subpart CC

'(1‘71“22 \lfjll)};())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. _ . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

Eglztll?r}lfé?tsggrgi ;p"l:;te Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 SO0,

’ ’ 63.655(H(1)(D(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?e3m6 osge((fi)gg(clg(t]s}? e[gx]fglzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-1042 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

Page 44 of 320




Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1042 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-1042 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,

%ub]e(lit to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part

> or L. 63, Subpart CC

"(l;rg% \17&1)[:))1" Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. _ . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

fglét;t}ggé?thgrgi ;p?:-te Igjorage vessel is not part of an existing source or is not subject to the provisions of Reporting - §. 63.655(0(1)(0),

’ ‘ 63.655(D(1)(D)(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and )

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal Se?’n? (’)Sfe((fl)gil%(clg(i)e[i\]/glzst)l e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-1044 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1044 40 CFR Part 63, 63CC-0059 Product Stored = Refined petroleum products
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
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primary seal
T280-1045 30 TAC Chapter R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
:;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = Crude oil and/or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1045 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-1045 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
IS{ubJ:n;t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
,orL. 63, Subpart CC
'(I‘;g% ‘ll(ell}:))r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
Emission Control Type = External floating roof §63'646.(b)(2,) was added at
the applicant’s request.
Eglztllxrfligél;tsc?grgi ;p"l:;te Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 501D,
’ ’ 63.655(H(1)(D)(A)[G] were
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and
. . . . i)(B
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?ee’n? (?\?e((fi)gzl(clg(th) e[ix]fglzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-1046 30 TAC Chapter R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = Crude oil and/or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons
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T280-1046 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-1046 40 CFR Part 61, 61FF-0006 Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Subpart FF Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.
Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)
Seal Type = Mechanical shoe primary seal
T280-1046 40 CFR Part 63, 63CC-0131 Product Stored = Crude oil
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia
T280-1047 30 TAC Chapter | R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = Crude oil and/or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1047 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-1047 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi
(76.6 kPa)

Emission Control Type = External floating roof

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart K and 40 CFR Part
63, Subpart CC

Monitoring/Testing -

§63.646(b)(2) was added at
the applicant’s request.

Reporting - § 63.655(H)(1)(),
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40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641)

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal

63.655()(1)(D)(A)[G] were
added, and
63.655(f)(1)(D)(B)[G] was
removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-1048

30 TAC Chapter
115, Storage of
VOCs

R5112-0096

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = Crude oil and/or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1048

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-1048

40 CFR Part 61,
Subpart FF

61FF-0006

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.

Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)

Seal Type = Mechanical shoe primary seal

T280-1048

40 CFR Part 63,
Subpart CC

63CC-0071

Product Stored = Waste mixture of indeterminate or variable composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-105

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
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Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-105 40 CFR Part 61, 61FF-0006 Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Subpart FF Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.
Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)
Seal Type = Mechanical shoe primary seal
T280-105 40 CFR Part 63, 63CC-0059 Product Stored = Refined petroleum products
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orL
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-1051 30 TAC Chapter | R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Altern'ate Con.trol Requirement = Not usjng an alternate mthod fpr c!emonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = Crude oil and/or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1051 40 CFR Part 60, 60Kb-0419 Product Stored = Crude oil stored, processed, and/or treated after custody transfer
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Stolrage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
sea
Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia
T280-1051 gobCFR I(’;:rt 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
ubpart

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §

§63.640(n)(5) added for
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63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
%ubJE(I:t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
» OF L. 63, Subpart CC

'(1‘71'2% \{(%I;())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. B . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

Eglzt;r};glgl;fggrgi 1:pTalgte Iz;orage vessel is not part of an existing source or is not subject to the provisions of Reporting - §. 63.655(0(1)(0),

’ ’ 63.655(D(1)(D)(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?Sﬁfc?\?e((fl)gill)l(cle)a(tlgl?e[i]/awﬂfl)le
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-1052 30 TAC Chapter | R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = Crude oil and/or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1052 40 CFR Part 60, | 60Kb-0419 Product Stored = Crude oil stored, processed, and/or treated after custody transfer
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)

Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary

seal

Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia

T280-1052 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi
(76.6 kPa)

Emission Control Type = External floating roof

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart K and 40 CFR Part
63, Subpart CC

Monitoring/Testing -

§63.646(b)(2) was added at
the applicant’s request.

Reporting - § 63.655(H)(1)(),
63.655(H)(1)(1)(A)[G] were
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Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .
. . . 63.655(D(W)(D(B[G] was
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-1053 30 TAC Chapter | R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
:;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = Crude oil and/or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1053 40 CFR Part 63, 63CC-0131 Product Stored = Crude oil
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia
T280-1054 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
%flg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1054 40 CFR Part 60, 60KB-0124 Product Stored = Waste mixture of indeterminate or variable composition
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Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Stolrage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
sea
T280-1054 40 CFR Part 60, |60QQQ-0006 |Construction/Modification Date = After May 4, 1987
Subpart QQQ Control Device Type = No control device
Alternate Means of Emission Limitation = The EPA Administrator has not approved an alternate means of emission
limitation.
Alternative Monitoring = No alternative operational or process parameter is monitored.
Alternative Standard = The storage vessel, slop oil tank, or auxiliary tank is equipped with a floating roof.
T280-1054 40 CFR Part 61, 61FF-0006 Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Subpart FF Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.
Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)
Seal Type = Mechanical shoe primary seal
T280-1054 40 CFR Part 63, 63CC-0071 Product Stored = Waste mixture of indeterminate or variable composition
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-1055 30 TAC Chapter R5112-0096 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Altern'ate Con.trol Requirement = Not us.ing an alternate mthod fpr c!emonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = Crude oil and/or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-1055 40 CFR Part 63, 63CC-0131 Product Stored = Crude oil
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
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Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

Reid Vapor Pressure = Reid vapor pressure is greater than or equal to 2.0 psia

T280-1056

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1056

40 CFR Part 60,
Subpart Kb

60KB-0124

Product Stored = Waste mixture of indeterminate or variable composition
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal

T280-1056

40 CFR Part 60,
Subpart QQQ

60QQQ-0006

Construction/Modification Date = After May 4, 1987
Control Device Type = No control device

Alternate Means of Emission Limitation = The EPA Administrator has not approved an alternate means of emission
limitation.

Alternative Monitoring = No alternative operational or process parameter is monitored.

Alternative Standard = The storage vessel, slop oil tank, or auxiliary tank is equipped with a floating roof.

T280-1056

40 CFR Part 61,
Subpart FF

61FF-0006

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.

Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)

Seal Type = Mechanical shoe primary seal

T280-1056

40 CFR Part 63,
Subpart CC

63CC-0071

Product Stored = Waste mixture of indeterminate or variable composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Page 53 of 320




Unit ID

Regulation

Index
Number

Basis of Determination*

Changes and
Exceptions to DSS**

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-1057

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-1057

40 CFR Part 60,
Subpart QQQ

60QQQ-0006

Construction/Modification Date = After May 4, 1987
Control Device Type = No control device

Alternate Means of Emission Limitation = The EPA Administrator has not approved an alternate means of emission
limitation.

Alternative Monitoring = No alternative operational or process parameter is monitored.

Alternative Standard = The storage vessel, slop oil tank, or auxiliary tank is equipped with a floating roof.

T280-1057

40 CFR Part 61,
Subpart FF

61FF-0006

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.

Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)

Seal Type = Mechanical shoe primary seal

T280-1057

40 CFR Part 63,
Subpart CC

63CC-0071

Product Stored = Waste mixture of indeterminate or variable composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-106

30 TAC Chapter

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.
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115, Storage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
VOCs compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-106 40 CFR Part 60, | 60Kb-0070 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal
T280-106 40 CFR Part 61, 61FF-0006 Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Subpart FF Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.
Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)
Seal Type = Mechanical shoe primary seal
T280-106 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
IS_IubJI?.I:t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
,orl. 63, Subpart CC
'(1‘71“22 \lfjll)};())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
Emission Control Type = External floating roof f}? 3'646.&))(2,) was added at
e applicant’s request.
Eglztll?r}lfé?tsggrgi ;p"l:;te Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 501D,
’ ’ 63.655(0)(1)()(A)[G] were
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and
. . . . i)(B
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?ee’n? 0556(?231(;3&}1) e[gi;ﬁfbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-107 30 TAC Chapter R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using an internal floating roof (IFR)

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
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Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-107 40 CFR Part 61, 61Y-0006 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles
Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb, and the
provisions of 40 CFR Part 61, Subpart Y are not more stringent
T280-107 40 CFR Part 63, |63CC-0082 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or Related Standard: Added §
Subpart CC indeterminate composition 61.270(f) which requires
Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § sourcees subeect t%f:l;{e Subpart
63.640(2)(1) - (6) provisions of 40 ubpa:
: K, Ka or Kb to comply only
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters) with the subpart that.
%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, 5235?1{2;3:1? Sn}gitt}sl’;ri[lr;;g)ﬁrrlz ..
»or L. This source is complying with
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of 40 CFR 63 Subpart CC.
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal
T280-108 30 TAC Chapter | R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-108 40 CFR Part 61, 61Y-0006 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles
Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb, and the
provisions of 40 CFR Part 61, Subpart Y are not more stringent
T280-108 40 CFR Part 63, |63CC-0082 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or Related Standard: Added §
Subpart CC indeterminate composition 61.270(f) which requires

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of

sources subject to the
provisions of 40 CFR Subpart
K, Ka or Kb to comply only
with the subpart that
contains the most stringent
requirements for that source.
This source is complying with
40 CFR 63 Subpart CC.
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40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal

T280-11 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-11 40 CFR Part 60, | 60Kb-0070 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)

Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary

seal

T280-11 40 CFR Part 63, |63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
IS_Iubje? to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
» OF L. 63, Subpart CC

"(F;geé Y{;};())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. _ . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

Eglét}l;}l{gébﬂSggrgi ;p?:-te Ii{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63. 655(01)(),

’ ’ 63.655(H(1)(D(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?Sn? gfee((fi)gilr)l(ég(i)gi\]/amzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-110 30 TAC Chapter R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using an internal floating roof (IFR)

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
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Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-110 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-110 40 CFR Part 63, 63CC-0248 Existing Source = The storage vessel is at an existing source. Recordkeeping: §
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § ng%ség(ég_fslzi))g;i[s(ge‘l:;gd
63.640(g)(1) - (6). added to include all
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, | recordkeeping requirements
H,orlL at the applicant’s request
True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Reporting - § 63.655(f)(1)(),
(76.6 kPa) 63.655(£)(1)(1)(A)[G] were
Emission Control Type = External floating roof converted to an internal floating roof (i.e. fixed roof installed above added, and .
1 external floating roof) 63.655(D(1)(D(B)[G] was
an external tloating roo removed since the available
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of SOlll’E.iOI}S set data is incorrect
40 CFR Part 60, Subpart Kb. at this time. 63.655(g)(1) is
licability citati d
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 321; gg&zg ;tlglec ;g;ﬁga?i’s
Seal Type = Two seals mounted one above the other so that each forms a continuous closure that completely cover request.
the space between the wall of the storage vessel and the edge of the internal floating roof
T280-112 30 TAC Chapter | R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-112 40 CFR Part 61, 61Y-0006 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles
Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb, and the
provisions of 40 CFR Part 61, Subpart Y are not more stringent
T280-112 40 CFR Part 63, |63CC-0082 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or Related Standard: Added §
Subpart CC indeterminate composition 61.270(f) which requires

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

sources subject to the
provisions of 40 CFR Subpart
K, Ka or Kb to comply only
with the subpart that
contains the most stringent
requirements for that source.
This source is complying with
40 CFR 63 Subpart CC.
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Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal
T280-114 30 TAC Chapter | R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-114 40 CFR Part 61, 61Y-0006 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles
Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb
Alternate Means of Emission Limitation = Not using an alternate means of emission limitation
Tank Description = Fixed roof with an internal floating roof using two seals mounted one above the other, where the
lower seal can be vapor-mounted, but both continuous
T280-114 40 CFR Part 63, |63CC-0082 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition
Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal
T280-115 30 TAC Chapter | R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-115 40 CFR Part 60, 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-115 40 CFR Part 61, 61Y-0017 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
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attached to a motor vehicles
Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb
Alternate Means of Emission Limitation = Not using an alternate means of emission limitation
Tank Description = Fixed roof with an internal floating roof using two seals mounted one above the other, where the
lower seal can be vapor-mounted, but both continuous
T280-115 40 CFR Part 63, 63CC-0248 Existing Source = The storage vessel is at an existing source. Recordkeeping: §
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § gﬁ&65§5ég(é)5(5lzi))g§i[scge\1:;§d
63-640(g)(1) - (6). added to include all
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, | recordkeeping requirements
H,orlL at the applicant’s request
True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Reporting - § 63.655(f)(1)(),
(76.6 kPa) 63.655()(1)(D)(A)[G] were
Emission Control Type = External floating roof converted to an internal floating roof (i.e. fixed roof installed above ngésd 5,(%1((1)@)(]3) [G] was
an external floating roof) removed since the available
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of solut.iOI}s set data is incorrgct
40 CFR Part 60, Subpart Kb. at this time. 63.655(g)(1) is
. . . licability citati d
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 3\11;: Egézg ;tlglec ;g;ﬁ?;;ﬁ:s
Seal Type = Two seals mounted one above the other so that each forms a continuous closure that completely cover request.
the space between the wall of the storage vessel and the edge of the internal floating roof
T280-116 30 TAC Chapter R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-116 40 CFR Part 60, | 60Kb-0069 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal
T280-116 40 CFR Part 61, 61Y-0017 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently

attached to a motor vehicles

Storage Capacity = Capacity is greater than or equal to 10,000 gallons

Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb
Alternate Means of Emission Limitation = Not using an alternate means of emission limitation

Tank Description = Fixed roof with an internal floating roof using two seals mounted one above the other, where the
lower seal can be vapor-mounted, but both continuous
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T280-116 40 CFR Part 63, 63CC-0248 Existing Source = The storage vessel is at an existing source. Recordkeeping: §
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § ng%ség(ég_fslzi))g;i[s(ge‘l:;gd
63-640(8)(1) - (6). added to include all
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, | recordkeeping requirements
H,orl at the applicant’s request
True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Reporting - § 63.655(f)(1)(),
(76.6 kPa) 63.655(D(1)(D)(A)[G] were
Emission Control Type = External floating roof converted to an internal floating roof (i.e. fixed roof installed above ggdgg é(e;';l((i)(i)(B) [G] was
an external floating roof) removed since the available
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of SOlllt.iOIl.S set data is incorrgct
40 CFR Part 60, Subpart Kb. at this time. 63.655(g)(1) is
. . licability citati d
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 321: Eg&gg ;tlglec ;g;ﬁga?i’s
Seal Type = Two seals mounted one above the other so that each forms a continuous closure that completely cover request.
the space between the wall of the storage vessel and the edge of the internal floating roof
T280-117 30 TAC Chapter | R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-117 40 CFR Part 61, 61FF-0005 Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Subpart FF Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.
Kb Tank Type = Using a fixed roof and internal floating roof, that meets the requirements of 40 CFR § 60.112b(a)(1)
Seal Type = Mechanical shoe seal
T280-117 40 CFR Part 61, 61Y-0006 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles
Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb, and the
provisions of 40 CFR Part 61, Subpart Y are not more stringent
T280-117 40 CFR Part 63, 63CC-0082 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or Related Standard: Added §
Subpart CC indeterminate composition 61.270(f) which requires

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

sources subject to the
provisions of 40 CFR Subpart
K, Ka or Kb to comply only
with the subpart that
contains the most stringent
requirements for that source.
This source is complying with
40 CFR 63 Subpart CC.
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Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal

T280-118

30 TAC Chapter
115, Storage of
VOCs

R5112-0019

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-118

40 CFR Part 61,
Subpart FF

61FF-0005

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.

Kb Tank Type = Using a fixed roof and internal floating roof, that meets the requirements of 40 CFR § 60.112b(a)(1)
Seal Type = Mechanical shoe seal

T280-118

40 CFR Part 61,
Subpart Y

61Y-0006

Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles

Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb
Alternate Means of Emission Limitation = Not using an alternate means of emission limitation

Tank Description = Fixed roof with an internal floating roof using two seals mounted one above the other, where the
lower seal can be vapor-mounted, but both continuous

T280-118

40 CFR Part 63,
Subpart CC

63CC-0082

Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Fixed roof with an internal floating roof using a mechanical shoe seal

T280-127

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia

Product Stored = VOC other than crude oil or condensate
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Storage Capacity = Capacity is greater than 40,000 gallons
T280-127 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-127 40 CFR Part 63, |63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-128 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-128 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-128 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-129 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
xlllgbsstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-129 40 CFR Part 60, 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
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T280-129

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-13

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-13

40 CFR Part 63,
Subpart CC

63CC-0059

Product Stored = Refined petroleum products

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-130

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-130

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973
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T280-130 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-132 30 TAC Chapter R5112-0132 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using a vapor recovery system (VRS)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
Control Device Type = Flare
T280-132 40 CFR Part 60, | 60KB-0072 Product Stored = Volatile organic liquid Related Standard
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters) §63.640(n)(1) added
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia 311; I;%gsililétgs;ts&?‘?aior
Storage Vessel Description = Closed vent system (CVS) with a flare used as the control device (fixed roof) provisions of 40 CFR Part 60,
Subpart Kb with 40 CFR Part
63, Subpart CC which states
after the compliance dates
specified in paragraph (h) of
this section, a Group 1 or
Group 2 storage vessel that is
part of an existing source and
is also subject to the
provisions of 40 CFR part 60,
subpart Kb, is required to
comply only with the
requirements of 40 CFR part
60, subpart Kb.
T280-132 40 CFR Part 61, 61FF-0009 Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
Subpart FF system or control device.
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are routed to a fuel gas system.
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
T280-132 40 CFR Part 63, 63CC-0085 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition
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Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = No floating roof
T280-133 30 TAC Chapter | R5112-0132 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using a vapor recovery system (VRS)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
Control Device Type = Flare
T280-133 40 CFR Part 60, | 60KB-0072 Product Stored = Volatile organic liquid Related Standard
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters) §63.640(n)(1) added
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia 3121 ;r)%g;ll)tlilétgg;tg‘tg;rllagor
Storage Vessel Description = Closed vent system (CVS) with a flare used as the control device (fixed roof) provisions of 40 CFR Part 60,
Subpart Kb with 40 CFR Part
63, Subpart CC which states
after the compliance dates
specified in paragraph (h) of
this section, a Group 1 or
Group 2 storage vessel that is
part of an existing source and
is also subject to the
provisions of 40 CFR part 60,
subpart Kb, is required to
comply only with the
requirements of 40 CFR part
60, subpart Kb.
T280-133 40 CFR Part 61, 61FF-0009 Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
Subpart FF system or control device.
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are routed to a fuel gas system.
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
T280-133 40 CFR Part 63, 63CC-0085 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or

Page 66 of 320




Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
Subpart CC indeterminate composition
Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = No floating roof
T280-134 30 TAC Chapter | R5112-0132 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using a vapor recovery system (VRS)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
Control Device Type = Flare
T280-134 40 CFR Part 60, | 60KB-0072 Product Stored = Volatile organic liquid Related Standard
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters) §63.640(n)(1) added
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia 312 Ir)?fff;lil(l,tg’g%tg?;?agor
Storage Vessel Description = Closed vent system (CVS) with a flare used as the control device (fixed roof) provisions of 40 CFR Part 60,
Subpart Kb with 40 CFR Part
63, Subpart CC which states
after the compliance dates
specified in paragraph (h) of
this section, a Group 1 or
Group 2 storage vessel that is
part of an existing source and
is also subject to the
provisions of 40 CFR part 60,
subpart Kb, is required to
comply only with the
requirements of 40 CFR part
60, subpart Kb.
T280-134 40 CFR Part 61, 61FF-0009 Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
Subpart FF system or control device.

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are routed to a fuel gas system.

Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
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T280-134 40 CFR Part 63, 63CC-0085 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition
Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = No floating roof
T280-135 30 TAC Chapter | R5112-0139 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using a submerged fill pipe and vapor recovery system
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
Control Device Type = Flare
T280-135 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-135 40 CFR Part 61, 61FF-0014 Bypass Line = The closed vent system contains any by-pass line that could divert the vent stream away from the Related Standard —
Subpart FF control device. Applicability citation §
Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas 61'349(51.)(2)(,1 ii) was added at
. the applicant’s request
system or control device.
. Recordkeeping -
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF. P TR
Applicability citation §
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351. 61.356()(2)(1)(D) was added
. . . . . at the applicant’s request
Bypass Line Valve = A car-seal or lock and key configuration are used to secure the by-pass line valve in the closed
position.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Flare
Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)()(C)(1) - (3).
Closed Vent System and Control Device AMOC = Not using an alternate means of compliance
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
T280-135 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
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Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-136

30 TAC Chapter
115, Storage of
VOCs

R5112-0139

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using a submerged fill pipe and vapor recovery system
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

Control Device Type = Flare

T280-136

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-136

40 CFR Part 61,
Subpart FF

61FF-0014

Bypass Line = The closed vent system contains any by-pass line that could divert the vent stream away from the
control device.

Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.

Bypass Line Valve = A car-seal or lock and key configuration are used to secure the by-pass line valve in the closed
position.

Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Flare

Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(1)(C)(1) - (3).

Closed Vent System and Control Device AMOC = Not using an alternate means of compliance

Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.

Related Standard —
Applicability citation §
61.349(a)(2)(iii) was added at
the applicant’s request

Recordkeeping -
Applicability citation §
61.356(f)(2)(1)(D) was added
at the applicant’s request

T280-136

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
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T280-137

30 TAC Chapter
115, Storage of
VOCs

R5112-0139

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using a submerged fill pipe and vapor recovery system
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

Control Device Type = Flare

T280-137

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-137

40 CFR Part 61,
Subpart FF

61FF-0014

Bypass Line = The closed vent system contains any by-pass line that could divert the vent stream away from the
control device.

Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.

Bypass Line Valve = A car-seal or lock and key configuration are used to secure the by-pass line valve in the closed
position.

Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Flare

Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(i)(C)(1) - (3).

Closed Vent System and Control Device AMOC = Not using an alternate means of compliance

Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.

Related Standard —
Applicability citation §
61.349(a)(2)(iii) was added at
the applicant’s request

Recordkeeping -
Applicability citation §
61.356()(2)(1)(D) was added
at the applicant’s request

T280-137

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-138

30 TAC Chapter
115, Storage of
VOCs

R5112-0139

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using a submerged fill pipe and vapor recovery system

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
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Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
Control Device Type = Flare
T280-138 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-138 40 CFR Part 61, 61FF-0014 Bypass Line = The closed vent system contains any by-pass line that could divert the vent stream away from the Related Standard —
Subpart FF control device. Applicability citation §
Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas 61'349(;1.)(2)(,1 ii) was added at
. the applicant’s request
system or control device.
. Recordkeeping -
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF. I TR A
Applicability citation §
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351. 61.356()(2)(1)(D) was added
. . . . . at the applicant’s request
Bypass Line Valve = A car-seal or lock and key configuration are used to secure the by-pass line valve in the closed
position.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Flare
Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(1)(C)(1) - (3).
Closed Vent System and Control Device AMOC = Not using an alternate means of compliance
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
T280-138 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-14 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons
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T280-14 40 CFR Part 63, 63CC-0059 Product Stored = Refined petroleum products
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
%ubje;t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orL
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-140 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Altern:‘:lte Con.trol Requirement = Not us.ing an alternate mej[hod fpr Qemonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-140 40 CFR Part 61, 61FF-0006 Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Subpart FF Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.
Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)
Seal Type = Mechanical shoe primary seal
T280-140 40 CFR Part 63, |63CC-0071 Product Stored = Waste mixture of indeterminate or variable composition
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-15 30 TAC Chapter | R5112-0090 Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

115, Storage of
VOCs

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof
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True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-15

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-15

40 CFR Part 63,
Subpart CC

63CC-0059

Product Stored = Refined petroleum products

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-16

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-16

40 CFR Part 60,
Subpart Kb

60Kb-0070

Product Stored = Volatile organic liquid
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal

T280-16

40 CFR Part 63,
Subpart CC

63CC-0083

Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
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%ubje;t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orL
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-160 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternfite Con.trol Requirement = Not usjng an alternate me’Fhod fpr demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-160 40 CFR Part 60, |60K-0010 Construction/Modification Date = After March 8, 1974 and on or before May 19, 1978
Subpart K Storage Capacity = Capacity is greater than 65,000 gallons (246,052 liters)
Product Stored = Stored product other than petroleum liquid (as defined in 40 CFR Part 60, Subpart K)
T280-160 40 CFR Part 61, 61FF-0015 Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
Subpart FF the control device.
Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Flare
Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)({)(C)(1) - (3).
Closed Vent System and Control Device AMOC = Not using an alternate means of compliance
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
T280-160 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-161 30 TAC Chapter | R5112-0132 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using a vapor recovery system (VRS)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons
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Control Device Type = Flare
T280-161 40 CFR Part 60, | 60KB-0072 Product Stored = Volatile organic liquid Related Standard
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters) §63.640(n)(1) added
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia 2&%;??;%35?;12&;“
Storage Vessel Description = Closed vent system (CVS) with a flare used as the control device (fixed roof) provisions of 40 CFR Part 60,
Subpart Kb with 40 CFR Part
63, Subpart CC which states
after the compliance dates
specified in paragraph (h) of
this section, a Group 1 or
Group 2 storage vessel that is
part of an existing source and
is also subject to the
provisions of 40 CFR part 60,
subpart Kb, is required to
comply only with the
requirements of 40 CFR part
60, subpart Kb.
T280-161 40 CFR Part 61, 61FF-0015 Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
Subpart FF the control device.
Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Flare
Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)()(C)(1) - (3).
Closed Vent System and Control Device AMOC = Not using an alternate means of compliance
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
T280-161 40 CFR Part 63, 63CC-0085 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = No floating roof
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T280-17

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-17

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-17

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-18

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-18

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-18

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-181

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
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Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-181

40 CFR Part 60,
Subpart Kb

60Kb-0070

Product Stored = Volatile organic liquid
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal

T280-181

40 CFR Part 63,
Subpart CC

63CC-0083

Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-184

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-184

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-184

40 CFR Part 63,
Subpart CC

63CC-0071

Product Stored = Waste mixture of indeterminate or variable composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
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Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-185 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-185 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-185 40 CFR Part 63, 63CC-0083 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition
Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-186 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
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utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-186 40 CFR Part 60, 60Kb-0070 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)

Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary

seal

T280-186 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
» OF L. 63, Subpart CC

'(I‘;g% ‘ll(ell}:))r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -

.. _ . §63.646(b)(2) was added at

Emission Control Type = External floating roof the applicant’s request.

Eglét;t}l{gé?thgrgi l?pTal}I}te Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 SO0,

’ ‘ 63.655(H(1)(D)(A)[G] were

Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and .

Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal ?Sﬁ?(?\?e((fl)gi%(clg(fh)e[i\]&mzsbl e
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.

T280-187 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia

Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not

utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-187 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K

T280-187 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart K and 40 CFR Part
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H,orl. 63, Subpart CC
True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
(76.6 kPa) §63.646(b)(2) was added at
Emission Control Type = External floating roof the applicant’s request.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.655(f)(1)(1),
40 CFR Part 60, Subpart Kb. 63.655(f)(1)(1)(A)[G] were
. . . added, and
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 63.655(D(1)()(B)[G] was
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-188 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
;l}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-188 40 CFR Part 60, | 60Kb-0070 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal
T280-188 40 CFR Part 63, |63CC-0083 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
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T280-19

30 TAC Chapter
115, Storage of
VOCs

R5112-0019

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-19

40 CFR Part 60,
Subpart Kb

60Kb-0068

Product Stored = Volatile organic liquid
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Fixed roof with an internal floating roof using two seals mounted one above the other to
form a continuous closure

T280-19

40 CFR Part 63,
Subpart CC

63CC-0081

Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Fixed roof with an internal floating roof using two seals mounted one above the other to
form a continuous closure

T280-20

30 TAC Chapter
115, Storage of
VOCs

R5112-0019

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-20

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-20

40 CFR Part 63,
Subpart CC

63CC-0248

Existing Source = The storage vessel is at an existing source.

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi

Recordkeeping: §
63.655(1)(1)(iv) was deleted
and § 63.655(1)(1)[G] was
added to include all
recordkeeping requirements
at the applicant’s request

Reporting - § 63.655(f)(1)(1),
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(76.6 kPa) 63.655(1)(1)(1)(A)[G] were
Emission Control Type = External floating roof converted to an internal floating roof (i.e. fixed roof installed above added, and .
an external floating roof) 63.655(f)(1)(1)(B)[G] was
g removed since the available
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of solutions set data is incorrect
40 CFR Part 60, Subpart Kb. at this time. 63.655(g)(1) is
. . licability citati
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 3;:1: Eg ézzb;tlg ec ;;;ﬁ?;ﬁ%
Seal Type = Two seals mounted one above the other so that each forms a continuous closure that completely cover request.
the space between the wall of the storage vessel and the edge of the internal floating roof
T280-22 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
:;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-22 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-22 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. _ . . provisions of 40 CFR Part 60,
IS—IUbJ:? to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
,orl. 63, Subpart CC
'(1‘71“22 \lfjll)};())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
.. B . §63.646(b)(2) was added at
Emission Control Type = External floating roof the applicant’s request.
Egiztli:rfligét;tscc:grgi ;p"l:;te Iz{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.65 SO0,
’ ’ 63.655(H(1)(D(A)[G] were
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and
: : : 63.655(D(V)(D(B)[G] was
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-222 30 TAC Chapter | R5112-0132 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using a vapor recovery system (VRS)
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True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
Control Device Type = Flare
T280-222 40 CFR Part 60, | 60KB-0072 Product Stored = Volatile organic liquid Related Standard
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters) §63.640(n)(1) added
. _ . . . applicability citation for
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia darification of overlap
Storage Vessel Description = Closed vent system (CVS) with a flare used as the control device (fixed roof) provisions of 40 CFR Part 60,
Subpart Kb with 40 CFR Part
63, Subpart CC which states
after the compliance dates
specified in paragraph (h) of
this section, a Group 1 or
Group 2 storage vessel that is
part of an existing source and
is also subject to the
provisions of 40 CFR part 60,
subpart Kb, is required to
comply only with the
requirements of 40 CFR part
60, subpart Kb.
T280-222 40 CFR Part 61, 61FF-0015 Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
Subpart FF the control device.
Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.
Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.
Control Device Type/Operations = Flare
Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)(1)(C)(1) - (3).
Closed Vent System and Control Device AMOC = Not using an alternate means of compliance
Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
T280-222 40 CFR Part 63, 63CC-0085 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Page 83 of 320




Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = No floating roof
T280-223 30 TAC Chapter | R5112-0132 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using a vapor recovery system (VRS)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
Control Device Type = Flare
T280-223 40 CFR Part 60, | 60KB-0072 Product Stored = Volatile organic liquid Related Standard
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters) §63.640(n)(1) added
. _ . . . applicability citation for
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia clarification of overlap
Storage Vessel Description = Closed vent system (CVS) with a flare used as the control device (fixed roof) provisions of 40 CFR Part 60,
Subpart Kb with 40 CFR Part
63, Subpart CC which states
after the compliance dates
specified in paragraph (h) of
this section, a Group 1 or
Group 2 storage vessel that is
part of an existing source and
is also subject to the
provisions of 40 CFR part 60,
subpart Kb, is required to
comply only with the
requirements of 40 CFR part
60, subpart Kb.
T280-223 40 CFR Part 61, 61FF-0015 Bypass Line = The closed vent system does not contain any by-pass line that could divert the vent stream away from
Subpart FF the control device.

Tank Control Requirements = The tank has a fixed roof and closed vent system routing vapors to either a fuel gas
system or control device.

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is not complying with the alternative standards in 40 CFR § 61.351.
Fuel Gas System = Gaseous emissions from the tank or enclosure are not routed to a fuel gas system.

Control Device Type/Operations = Flare

Cover and Closed Vent = The cover and closed vent system are not operated such that the tank is maintained at a
pressure less than atmospheric pressure and meets the conditions of 40 CFR § 61.343(a)(1)()(C)(1) - (3).

Closed Vent System and Control Device AMOC = Not using an alternate means of compliance

Alternative Means of Compliance = Not using an alternate means of compliance to meet the requirements of
40 CFR § 61.343 for tanks.
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T280-223

40 CFR Part 63,
Subpart CC

63CC-0085

Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = No floating roof

T280-23

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-23

40 CFR Part 63,
Subpart CC

63CC-0059

Product Stored = Refined petroleum products

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-24

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate
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Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-24

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-24

40 CFR Part 63,
Subpart CC

63CC-0059

Product Stored = Refined petroleum products

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-25

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-25

40 CFR Part 60,
Subpart Kb

60Kb-0070

Product Stored = Volatile organic liquid
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
seal

T280-25

40 CFR Part 63,
Subpart CC

63CC-0256

Existing Source = The storage vessel is at an existing source.

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi
(76.6 kPa)

Emission Control Type = External floating roof

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of

Related Standard

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart K and 40 CFR Part
63, Subpart CC

Monitoring/Testing -

§63.646(b)(2) was added at
the applicant’s request.
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40 CFR Part 60, Subpart Kb. Reporting - § 63.655(0)(1)(0),
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 63;16%5(9(&)(1)(1\)[(}] were
added, an
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal 63.655(0(1)(1)(B)[G] was
removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-26 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-26 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-26 40 CFR Part 63, 63CC-0059 Product Stored = Refined petroleum products
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-269 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
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Storage Capacity = Capacity is greater than 40,000 gallons
T280-269 40 CFR Part 61, 61FF-0006 Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Subpart FF Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.
Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)
Seal Type = Mechanical shoe primary seal
T280-269 40 CFR Part 63, 63CC-0059 Product Stored = Refined petroleum products
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
IS_Iubjenft to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orl
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-27 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Altern?lte Con.trol Requirement = Not us.ing an alternate mef[hod fpr Qemonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-27 40 CFR Part 63, 63CC-0059 Product Stored = Refined petroleum products
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-270 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
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VOCs

compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-270

40 CFR Part 61,
Subpart FF

61FF-0006

Waste Treatment Tank = The tank manages, treats or stores a waste stream subject to 40 CFR Part 61, Subpart FF.
Alternative Standard for Tanks = The tank is complying with the alternative standards in 40 CFR § 61.351.

Kb Tank Type = Using an external floating roof that meets the requirements of 40 CFR § 60.112b(a)(2)

Seal Type = Mechanical shoe primary seal

T280-270

40 CFR Part 63,
Subpart CC

63CC-0059

Product Stored = Refined petroleum products

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-271

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-271

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-271

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
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Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-28

30 TAC Chapter
115, Storage of
VOCs

R5112-0019

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-28

40 CFR Part 61,
Subpart Y

61Y-0006

Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles

Storage Capacity = Capacity is greater than or equal to 10,000 gallons

Stringency = The storage vessel is subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb, and the
provisions of 40 CFR Part 61, Subpart Y are not more stringent

T280-28

40 CFR Part 63,
Subpart CC

63CC-0083

Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

Related Standard added
Applicability citation
§63.640(n)(7) for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart Ka and 40 CFR Part
63, Subpart CC

T280-29

30 TAC Chapter
115, Storage of
VOCs

R5112-0019

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-29

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-29

40 CFR Part 61,
Subpart Y

61Y-0017

Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles

Storage Capacity = Capacity is greater than or equal to 10,000 gallons
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Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb
Alternate Means of Emission Limitation = Not using an alternate means of emission limitation
Tank Description = Fixed roof with an internal floating roof using two seals mounted one above the other, where the
lower seal can be vapor-mounted, but both continuous
T280-29 40 CFR Part 63, 63CC-0248 Existing Source = The storage vessel is at an existing source. Recordkeeping: §
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § 23;16S§Ség(61;ga))g§[scge\1/§;§d
63-640(g)(1) - (6). added to include all
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, | recordkeeping requirements
H,orlL at the applicant’s request
True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Reporting - § 63.655(f)(1)(),
(76.6 kPa) 6ga65(15(ﬂ(5)(1)(A)[G] were
Emission Control Type = External floating roof converted to an internal floating roof (i.e. fixed roof installed above 23 665 5’(%1(1)0)(]3) [G] was
an external floating roof) removed since the available
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of solutions set data is incorrect
40 CFR Part 60, Subpart Kb. at this {lm§-163-655(g)(1) g
an applicability citation an
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) was ggded at t{le applicant’s
Seal Type = Two seals mounted one above the other so that each forms a continuous closure that completely cover request.
the space between the wall of the storage vessel and the edge of the internal floating roof
T280-30 30 TAC Chapter | R5112-0019 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using an internal floating roof (IFR)
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-30 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-30 40 CFR Part 61, 61Y-0017 Tank Type = The storage tank stores benzene within the specific gravities defined in 40 CFR § 61.270(a), not
Subpart Y including storage tanks used to store benzene at coke by-product facilities, pressure vessels, or vessels permanently
attached to a motor vehicles
Storage Capacity = Capacity is greater than or equal to 10,000 gallons
Stringency = The storage vessel is not subject to the provisions of 40 CFR Part 60, Subparts K, Ka, or Kb
Alternate Means of Emission Limitation = Not using an alternate means of emission limitation
Tank Description = Fixed roof with an internal floating roof using two seals mounted one above the other, where the
lower seal can be vapor-mounted, but both continuous
T280-30 40 CFR Part 63, 63CC-0248 Existing Source = The storage vessel is at an existing source. Recordkeeping: §
Subpart CC 63.655(1)(1)(iv) was deleted

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

and § 63.655(1)(1)[G] was
added to include all
recordkeeping requirements
at the applicant’s request
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True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Reporting - § 63.655(f)(1)(1),
(76.6 kPa) 63.655(D(1)(D)(A)[G] were
Emission Control Type = External floating roof converted to an internal floating roof (i.e. fixed roof installed above added, and .
an external floating roof) 63.655(f)(1)(D(B)[G] was
& removed since the available
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of solutions set data is incorrect
40 CFR Part 60, Subpart Kb. at this time. 63.655(g)(1) is
B . . an applicability citation and
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) was added at the applicant’s
Seal Type = Two seals mounted one above the other so that each forms a continuous closure that completely cover request.
the space between the wall of the storage vessel and the edge of the internal floating roof
T280-3003 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3003 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3003 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3004 30 TAC Chapter | R5112-0002 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = Other than crude oil, condensate, or VOC
T280-3004 40 CFR Part 60, 60KB-0006 Product Stored = Stored product other than volatile organic liquid or petroleum liquid
Subpart Kb
T280-3004 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3006 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
%flg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3006 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3006 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
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T280-3007 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3007 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3007 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3007 40 CFR Part 63, |63EEEE-1 Product Stored = Organic HAP containing liquid other than crude oil.
Subpart EEEE
T280-3010 30 TAC Chapter | R5112-0020 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank using a submerged fill pipe
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Product Stored = Gasoline from a storage container in motor vehicle fuel dispensing service (as defined in 30 TAC
Chapter 115)
Storage Capacity = Capacity is less than 25,000 gallons
T280-3010 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3010 40 CFR Part 63, |63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-3021 30 TAC Chapter R5112-0002 Today’s Date = Today’s date is March 1, 2013 or later.
i;gbitorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = Other than crude oil, condensate, or VOC
T280-3021 40 CFR Part 60, | 60KB-0006 Product Stored = Stored product other than volatile organic liquid or petroleum liquid
Subpart Kb
T280-3021 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
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Subpart CC (6).
T280-3022 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
:;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3022 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3022 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3023 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3023 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3023 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3024 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3024 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3024 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3025 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
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True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3025 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3025 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3026 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,CSStorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3026 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3026 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3027 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3027 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-3040 30 TAC Chapter R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
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True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3040 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3040 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3041 30 TAC Chapter R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,CSStorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3041 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3041 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3042 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3042 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3042 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3043 30 TAC Chapter R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
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T280-3043 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3043 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3044 30 TAC Chapter R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
:;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3044 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3044 40 CFR Part 63, |63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3045 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
;l}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3045 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3045 40 CFR Part 63, |63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-31 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-31 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-31 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
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Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-3103 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3103 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3103 40 CFR Part 63, |63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3105 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3105 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3106 30 TAC Chapter R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3106 40 CFR Part 60, 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3106 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
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T280-3107 30 TAC Chapter | R5112-0006 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

VOCs compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 1,000 gallons but less than or equal to 25,000 gallons
T280-3107 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-3107 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-3107 40 CFR Part 63, 63EEEE-1 Product Stored = Organic HAP containing liquid other than crude oil.
Subpart EEEE
T280-3121 30 TAC Chapter | R5112-0002 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.

Product Stored = Other than crude oil, condensate, or VOC

T280-3121 40 CFR Part 60, | 60KB-0006 Product Stored = Stored product other than volatile organic liquid or petroleum liquid
Subpart Kb
T280-3121 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-32 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-32 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-32 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
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unit.
T280-34 30 TAC Chapter R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,CSStorage of Alternate Control Requirement = Not using an alternate method fnr (iemonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-34 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-34 40 CFR Part 63, | 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
%ubje(lzt to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orL
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-36 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
%flg,citorage of Altern'ate Control Requirement = Not using an alternate method fpr demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-36 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-36 zstobCFR Iéagt 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
ubpart

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi
(76.6 kPa)

Emission Control Type = External floating roof

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
Subpart K and 40 CFR Part
63, Subpart CC

Monitoring/Testing -

§63.646(b)(2) was added at
the applicant’s request.
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Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of Reporting - § 63.655(f)(1)(1),
40 CFR Part 60, Subpart Kb. 63.655()(1)(I)(A)[G] were
. . added, and
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 63.655(D (1)) (B)[G] was
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-37 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-37 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-37 40 CFR Part 63, |63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
IS_Iubje? to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
» OF L. 63, Subpart CC
gg% Xl/(%g())r Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
.. _ . §63.646(b)(2) was added at
Emission Control Type = External floating roof the applicant’s request.
Eglét}l;}l{gébﬂSggrgi ;p?:-te Ii{)orage vessel is not part of an existing source or is not subject to the provisions of Reporting - §' 63.655(0(1)(0),
’ ’ 63.655(0)(1)(D)(A)[G] were
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) added, and
. . : 63.655(D(W(HD(B)[G] was
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-38 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof
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True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-38 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-38 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § §63.640(n)(5) added for
63.640(g)(1) - (6). clarification of overlap
. B . . provisions of 40 CFR Part 60,
IS{ubJ:n;t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, Subpart K and 40 CFR Part
» Tt 63, Subpart CC
’(I;rg% \1/'&1)[;())1“ Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
Emission Control Type = External floating roof f}? 3'646@)(2,) was added at
e applicant’s request.
Reporting - § 63.655(f)(1)(1),
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of 63.655(£)(1)(1)(A)[G] were
40 CFR Part 60, Subpart Kb. added, and
. . . i)(B
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) ?g)n? osfe((?gil;(clg(th)e[i\]/emzsbl e
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-39 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
%flg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-39 40 CFR Part 60, 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-39 40 CFR Part 63, 63CC-0256 Existing Source = The storage vessel is at an existing source. Related Standard
Subpart CC

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

§63.640(n)(5) added for
clarification of overlap
provisions of 40 CFR Part 60,
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Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G, | Subpart Kand 40 CFR Part
H,orl 63, Subpart CC
True Vapor Pressure = Maximum true vapor pressure of the total organic HAPs in the liquid is less than 11.11 psi Monitoring/Testing -
(76.6 kPa) §63.646(b)(2) was added at
Emission Control Type = External floating roof the applicant’s request.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of Reporting - §. 63.655(H)(1)(),
40 CFR Part 60, Subpart Kb. 63.655(1)(1)(1)(A)[G] were
. . added, and
Group 1 Storage Vessel = The storage vessel is a Group 1 storage vessel (as defined in 40 CFR § 63.641) 63.655(f)(.1)(i)(B) [G] was
Seal Type = Two seals, one above the other, the primary seal being a metallic shoe seal removed since the available
solutions set data is incorrect
at this time. 63.655(g)(1) is
an applicability citation and
was added at the applicant’s
request.
T280-4000 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
xl;g,CSstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-4000 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § Related Standard added
Subpart CC 63.640(g)(1) - (6). Applicability citation
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G §63.640(n)(7) for
H ) I P ¢ & ) ’ P > | clarification of overlap
» OF L. provisions of 40 CFR Part 60,
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of Subpart Ka and 40 CFR Part
40 CFR Part 60, Subpart Kb. 63, Subpart CC
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-4001 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-4001 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § Related Standard added
Subpart CC 63.640(g)(1) - (6). Applicability citation

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

§63.640(n)(7) for
clarification of overlap
provisions of 40 CFR Part 60,
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Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of Subpart Ka and 40 CFR Part
40 CFR Part 60, Subpart Kb. 63, Subpart CC
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-4002 30 TAC Chapter R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
:;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-4002 40 CFR Part 63, |63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § Related Standard added
Subpart CC 63.640(g)(1) - (6). Applicability citation
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G §63:640(.n)(7) for
H orl » ’ > | clarification of overlap
» OF L. provisions of 40 CFR Part 60,
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of Subpart Ka and 40 CFR Part
40 CFR Part 60, Subpart Kb. 63, Subpart CC
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-4003 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-4003 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR § Related Standard added
Subpart CC 63.640(g)(1) - (6). Applicability citation
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G §63.640(n)(7) for
H ) I > ) ’ >~ [ clarification of overlap
»or . provisions of 40 CFR Part 60,
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of Subpart Ka and 40 CFR Part
40 CFR Part 60, Subpart Kb. 63, Subpart CC
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-42 30 TAC Chapter R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Page 104 of 320




Unit ID

Regulation

Index
Number

Basis of Determination*

Changes and
Exceptions to DSS**

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-42

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-42

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-43

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-43

40 CFR Part 60,
Subpart Kb

60KB-0024

Product Stored = Petroleum liquid (other than petroleum or condensate)
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)

Maximum True Vapor Pressure = True vapor pressure is less than 0.5 psia

T280-43

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-44

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls

True Vapor Pressure = True vapor pressure is less than 1.0 psia
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Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-44

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-44

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-45

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-45

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-45

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-46

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons
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T280-46 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-46 40 CFR Part 63, |63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-47 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-47 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-47 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-48 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]1C5),CSStorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-48 40 CFR Part 60, 60KB-0024 Product Stored = Petroleum liquid (other than petroleum or condensate)
Subpart Kb

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)

Maximum True Vapor Pressure = True vapor pressure is less than 0.5 psia
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T280-48 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-49 30 TAC Chapter R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
%;g,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-49 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-49 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-5 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
%flg,citorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-5 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-5 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
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Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-50

30 TAC Chapter
115, Storage of
VOCs

R5112-0012

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate

Storage Capacity = Capacity is greater than 40,000 gallons

T280-50

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-50

40 CFR Part 63,
Subpart CC

63CC-0003

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.

Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.

Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.

T280-501

30 TAC Chapter
115, Storage of
VOCs

R5112-0090

Today’s Date = Today’s date is March 1, 2013 or later.

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons

T280-501

40 CFR Part 60,
Subpart K

60K-0001

Construction/Modification Date = On or before June 11, 1973

T280-501

40 CFR Part 63,
Subpart CC

63CC-0059

Product Stored = Refined petroleum products

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
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Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-502 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous

compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons

T280-502 40 CFR Part 63, 63CC-0083 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or

Subpart CC indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

T280-503 30 TAC Chapter R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Tank Description = Welded tank using an external floating roof

True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe

Product Stored = VOC other than crude oil or condensate

Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized

Storage Capacity = Capacity is greater than 40,000 gallons
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T280-503 40 CFR Part 63, |63CC-0083 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition
Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).
Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)
%ubje;t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orL
Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.
Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal
T280-504 30 TAC Chapter | R5112-0090 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Altern?lte Con.trol Requirement = Not us.ing an alternate me.thod fpr Qemonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Welded tank using an external floating roof
True Vapor Pressure = True vapor pressure is greater than or equal to 1.5 psia
Primary Seal = Mechanical shoe
Product Stored = VOC other than crude oil or condensate
Secondary Seal = Secondary seal not determined since 30 TAC §§ 115.117(a)(4) or 115.117(b)(4) exemption is not
utilized
Storage Capacity = Capacity is greater than 40,000 gallons
T280-504 40 CFR Part 60, 60Kb-0070 Product Stored = Volatile organic liquid
Subpart Kb Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,000 liters)
Maximum True Vapor Pressure = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia
Stolrage Vessel Description = Pontoon-type or double-deck-type external floating roof with mechanical shoe primary
sea
T280-504 40 CFR Part 63, 63CC-0083 Product Stored = Volatile organic liquid other than crude oil, refined petroleum products or waste of variable or
Subpart CC indeterminate composition

Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
63.640(g)(1) - (6).

Storage Capacity = Capacity is greater than or equal to 39,900 gallons (151,416 liters)

Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.

Existing Kb Source = The storage vessel is part of an existing source and is also subject to the provisions of
40 CFR Part 60, Subpart Kb.

Maximum TVP = True vapor pressure is greater than or equal to 0.75 psia but less than 11.1 psia

Storage Vessel Description = Pontoon-type or double-deck-type external floating roof a with mechanical shoe
primary seal

Page 111 of 320




Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
T280-51 30 TAC Chapter | R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
\1]18,Csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-51 40 CFR Part 60, |60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-51 40 CFR Part 63, |63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
Subject to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
H,orl.
Existing Kb Source = The storage vessel is not part of an existing source or is not subject to the provisions of
40 CFR Part 60, Subpart Kb.
Group 1 Storage Vessel = The storage vessel is a Group 2 vessel.
Applicability = The storage vessel is required to comply with 40 CFR Part 63, Subpart CC and is part of a process
unit.
T280-515 30 TAC Chapter | R5112-0002 Today’s Date = Today’s date is March 1, 2013 or later.
i}lg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = Other than crude oil, condensate, or VOC
T280-515 40 CFR Part 60, | 60KB-0006 Product Stored = Stored product other than volatile organic liquid or petroleum liquid
Subpart Kb
T280-515 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-516 30 TAC Chapter | R5112-0002 Today’s Date = Today’s date is March 1, 2013 or later.
iflg,csstorage of Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Product Stored = Other than crude oil, condensate, or VOC
T280-516 40 CFR Part 60, | 60KB-0006 Product Stored = Stored product other than volatile organic liquid or petroleum liquid
Subpart Kb
T280-516 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-518 30 TAC Chapter R5112-0002 Today’s Date = Today’s date is March 1, 2013 or later.

115, Storage of
VOCs

Alternate Control Requirement = Not using an alternate method for demonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.

Product Stored = Other than crude oil, condensate, or VOC

Page 112 of 320




Unit ID Regulation |Index Basis of Determination* Changes and
Number Exceptions to DSS**
T280-518 40 CFR Part 60, | 60KB-0006 Product Stored = Stored product other than volatile organic liquid or petroleum liquid
Subpart Kb
T280-518 40 CFR Part 63, 63CC-0001 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is part of a process specified in 40 CFR § 63.640(g)(1) -
Subpart CC (6).
T280-52 30 TAC Chapter R5112-0012 Today’s Date = Today’s date is March 1, 2013 or later.
‘1]18,Cssytorage of Alternate Control Requirement = Not using an alternate meihod fnr (iemonstrating and documenting continuous
compliance with applicable control requirements or exemption criteria.
Tank Description = Tank does not require emission controls
True Vapor Pressure = True vapor pressure is less than 1.0 psia
Product Stored = VOC other than crude oil or condensate
Storage Capacity = Capacity is greater than 40,000 gallons
T280-52 40 CFR Part 60, | 60K-0001 Construction/Modification Date = On or before June 11, 1973
Subpart K
T280-52 40 CFR Part 63, 63CC-0003 Specified in 40 CFR § 63.640(g)(1)-(6) = The storage vessel is not part of a process specified in 40 CFR §
Subpart CC 63.640(g)(1) - (6).
IS_IubjeQI:t to 40 CFR Part 63 Subparts F, G, H or I = The storage vessel is not subject to 40 CFR Part 63, Subparts F, G,
,orl
Existing Kb S